
 

 

FS Performance Engineering 
Nissan 370Z Front Splitter V3 + Undertray Installation Instructions 

 
Tools Needed: 
- 10 mm wrench 
- 10 mm socket 
- Ratchet wrench 
- Small/skinny hands, or friend with small/skinny hands 
- Long pencil/pen 
For the rods: 
- Drill 
- 5/16” drill bit 
- ¾” wrench 
- ½” wrench 
- 7/16” wrench 
 
Included in Kit: 
(1) Nissan 370Z Splitter 
(4) M6-1.0 x 55mm bolts 
(2) M6-1.0 x 30mm bolts 
(2) 45mm spacers w/ opening large enough for ¼” nuts 
(4) 35mm spacers 
(2) 81mm tall ¼” stainless steel all-thread 
(6) ¼” nuts 
(8) ¼” lock washers (small) 
(8) 1” OD, ¼” ID Fender washers 
(4) M6 Nyloc nuts 
(1) Pair of 10.25-12” splitter support rods with: 

(4) 5/16” ID, 1.25” OD stainless steel washers 
(4) 5/16”-18 (¾”) stainless steel button head bolts 
(1) Threadlocker 

 
Optionally Included: 
(1) Undertray w/ installed rivnuts 
(5) M6-1.0 x 20mm bolts 
(2) M6-1.0 x 40mm bolts 
(2) M6-1.0 x 50mm bolts 
(2) M6-1.0 x 60mm bolts 
(11) ¼” small lock washers 
(11) 1” OD, ¼” ID fender washers 
(2) 15mm spacers 
(2) 33mm spacers 
(2) 39mm spacers 
 
 



 

 

Steps: 
1.) Raise car and secure with jack stands. 
 
2.) If you are installing splitter rods, keep in mind where you want to install them and make sure 
you have access to the back side upon installation. Helpful notes on this are supplied with the 
rods.We do not explain in these instructions how to install them - they are a bit open ended. 
 
3.) Remove the OEM plastic splash tray/underbody engine shield. Use a 10mm socket + ratchet. 
 
4.) Identify if your car has holes for an OEM lip. Several are identified in the pic below. If holes 
are not present move onto step 7. If they are present move onto to the next step.  

 
  



 

 

5.) Slip the all-thread pieces through these two holes like shown. They will correspond with 
holes in the splitter. Make sure a ¼” nut, lock washer, and ¼” small washer are inside the 
bumper. (3 PICS) You will want enough thread poking through so a 45mm spacer, the splitter, a 
lock washer, a washer, and nut can be secured onto the bottom. 

 

 



 

 

6.) Secure a washer, lock washer, and nut on the other side of the bumper holes to hold the 
all-thread in place. 

 
7.) Remove the two bolts at either end of the bumper labeled “2 bumper points” in the pic. 
Identify and remember the radiator support points as those will be used to mount the rest of the 
splitter. 

 



 

 

8.) Install the splitter onto the bumper at the locations from the above step 7 using 30mm bolts + 
1” OD fender washers + lock washers. 

● If you DID NOT have OEM holes in your bumper, mark straight up through the two 
holes in the splitter onto the bumper. Remove the splitter and drill those two holes with a 
¼” drill bit, then go back to steps 5 & 6. After you’re done with those move to the next 
bullet point below this one. (see pics below to see how it will look later) 

● If you DID have OEM holes place 45mm spacers between the bumper and splitter where 
the all-thread slips through the splitter and install a 1” OD fender washer, locker washer, 
and ¼”nut onto the all thread on the bottom of the splitter. 

SECURELY TIGHTEN 
A lot of information was just given. See pics: 

 



 

 

 

 



 

 

9.) You’ll now want to mount to the radiator support (as seen in step 7) using your 55mm long 
bolts pointing upward. Under the heads use 1” OD fender washers. Between the splitter and 
supports use 35mm spacers. On the radiator support holes use ¼” small washers and m6 nyloc 
nuts. 
This is where small hands and patience come into place. We had to reach through the grill to get 
the ¼” small washers & nyloc nuts secured. You can do it. 

 

 



 

 

10.) If you did not purchase our undertray, make sure all bolts/nuts are securely tightened and 
finish up by securely your support rods. If you did purchase the undertray go to the next step. 
 
11.) Undertray installation is simple. Identify and keep in mind these threaded holes in the car 
(circled in red). 

 
12.) Place the undertray on top of the splitter and line up the holes in the splitter with the rivnuts 
on the undertray. Loosely install 20mm bolts with 1” OD fender washers + lock washers into the 
rivnuts. 

 



 

 

13.) Install the remaining bolts through the holes in the undertray into the threaded holes in the 
from step 11. Each pair of holes will require a different length bolt and spacer: 

- BLUE = 15mm spacer + 40mm bolt + 1” OD fender washer & lock washer 
- GREEN = 33mm spacer + 50mm bolt + 1” OD fender washer & lock washer 
- RED = 39mm spacer + 60mm bolt  + 1” OD fender washer & lock washer 

 
14.) Securely tighten all bolts, your rods, and you are done!!! Enjoy your new FS Performance 
Engineering aero! Be sure to use #FSPerformanceEngineering in the online world. 

 
For questions email costas@fspeinc.com or jim@fspeinc.com 
Or call/text us at (661) 809-0954 

mailto:costas@fspeinc.com
mailto:jim@fspeinc.com

