Quantum X 20(

QuantumX Series LED grow lights are designed to deliver
uniform lights with varying light levels of photosynthetic

photon ux values using Full Spectrum white light output
for best yields in a tight energy budget. QuantumX series
are easy to install and produce less heat using e ective hed
sink self-cooling technology. QuantumX LED grow lights a
ETL certi ed, robust design, high e ciency and comes with

3 year warranty. QuantumX LED grow light is designed for
grow tent, home grow or cabinet grow space. YE AR (GIIID c €

QuantumX series LED grow light is not only stimulating pla
growth but also reduce energy consumption signi cantly b Specifications
producing accurately targeted wavelengths as per the
requirements of plant species. This versatility provides

growers with uttermost e ciency, consistency, controllable tput 500 um
spectrum and uniformity in plant growth Input Power 200 W
E 8cacy 2.5umol/J

Input Voltage 120-277V

Features Dimensions/ Weight 23.6" Lx12" Wx2.25" H/ 9.9 Ibs
Moun Yhg Height 18" —24” Above Canopy

I VAST[ AN DX [(o AN ) #AS (Elgy | Thermal Management Pa$iV<3

_li : Beam Angle 120
LOEHIE; IOW. mamtenoance SyStem Opera Yhg Tenperature -4°Fto 104°F/ -20°Cto 40°C
54,000 hour life @ 7QA) lumen mainten g pyr L70: > 54,000 Hours
Full spectrum white light output Power Factor 0.99
High efficiency output up to 2.5 umol/) JESSageN Conforms UL1598 for dry/damp loca ¥n &
: . IP40, CE

Easy Installation and eco-friendly Warranty 3 Year Limited Wararty

Integrated 120-277 system, no external
transformers or drivers required

Extra efficient heat sinks to maintain Spectrum
lower overall ambient temperature

Designed for Indoor use only

Coverage Area

e 3'x 3’ for Flower Growth

» 4’ x 4’ for Vegetative Growth
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