
JessEm 04004 Fence Stop Assembly Instructions 
 
The JessEm Fence Stop comes assembled to fit the JessEm Mast-R-Fence II Model # 04010 as 
shown in Figure # 1 and # 2. To mount the fence stop to the JessEm Rout-R-Fence Model # 
04100 remove the (2) flat head screws attaching the upper fence stop to the lower fence stop with 
the provided 1/8” hex key and rotate the upper fence stop to re-attach the lower fence stop and 
re-install the (2) flat head screws. The fence stop should be now be configured as in figure #3 and 
#4. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Figure # 1      Figure # 2 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Figure # 3      Figure # 4 
 
 



Instructions d'assemblage du guide d'arrêt JessEm 04004 
 
Le guide d'arrêt JessEm vient assemblé pour s'adapter avec le JessEm Mast-R-Fence II Modèle 
# 04010 (Image #1 et #2). Pout installer le guide d'arrêt sur le modèle #04100, retirer les deux (2) 
vis à tête plate qui attache le guide d'arrêt supérieur au guide d'arrêt inférieur avec la clé 
hexagonale 1/8” fournie, puis tourner le guide d'arrêt supérieur pour rattacher le guide d'arrêt 
inférieur et réinstaller les deux (2) vis à tête plate. Le guide d'arrêt devrait être maintenant 
configuré, comme sur l'image #3 et #4.  
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  Image # 3      Image # 4 
   


