
X-431 PAD V Parameters

Processor 8 core Cortex-A53 2.0GHz

Cache 4GB

Hard Disk 64GB, 128G extended

System Android 7.1

Screen 10.1 inch full-fitting, sunlight readable screen (Gorilla Glass)

Resolution 1920*1200

Wi-Fi Support 2.4GHz&5GHz dual frequency

Camera Rear13 Megapixels, front 8 Megapixels

Diagnostic Mode Wi-Fi

Work Temperature -10 ~ 50℃

Dimension 320×211×46mm

SmartBox3.0 Parameters:



Main parameters Main structure Dual processor: Cortex – A7 + Cortex – M7

System Linux

Memory 256M

Storage 8GB

Power supply DC 9 ～36V

External interface USB Type B USB 2.0

Bluetooth BLE 4.0 + EDR

WIFI Support 2.4G/5GHZ dual-band

Indicator lamp 5 multifunction indicator lamps

Vehicle connection J1962 16PIN



X-431 PADV

Product parameter

CPU 2.0 GHz Octa-core

Operating System Android™ 7.1

Memory 4GB

Storage 64GB

Display 10.1'

Resolution 1920*1200

Front camera 8MB Front

Rear camera 13MP Rear

Battery 35568mWh

Operating temperature 0~50℃

Storage temperature -20~70℃

VCI Connection Wi-Fi/BT/USB

VCI Connector SmartBox3.0

Product Features
Full System Diagnosis ●

Auto VIN Identification ●



Reset Functions 27

Actuation Test ●

VW & AUDI Guided Function ●

Coding ●

Programming ●

Maintenance information ●

Remote diagnosis ●

FCA ●

J2534 ●

D-PDU -

DoIP ●

CAN FD ●

Topology ●

ADAS Calibration ●

Osciloscope ●

Videoscope ●

BST360 Battery Tester ●

X-431 TSGUN TPMS device ●

X-431 S2-2 Sensorbox ●



X-PROG 3 Immobilizer ●

Mall ●

Product advantages

1. Support J2534/RP1210 diagnostic standard,
CAN/CAN FD/DOIP protocol.
2. Dual Wi-Fi, support 5G Wi-Fi diagnostic
communication.


