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We've developed this wiring diagram and 
instructions to help you adapt a pair of 2 wire 
LED lights to behave as rear Run/Brake/Turn 
lights using our Supernova LED lights, or any 
2 wire LEDs for that matter. To the left you'll 
find diagrams for installation both with an m-
Unit and without.  
 
To achieve this functionality you need a tail 
light control module and there are scores of 
expensive motorcycle specific components 
available but you can get the same results for 
1/5th the price by using a Hopkins LED Trailer 
light module.   
 
The Hopkins 48895 LED Tail Light Converter is 
capable of providing the same functionality  
for under $20 and is readily available online. 
We've done this install ourselves a number of 
times and have been pleased with the results.  
 
With a m-Unit:  
This is a fairly straightforward install following 
the diagram. The m-Unit should be 
programmed for a one wire tail light. See m-
Unit manual for details.    
 
Without a m-Unit: 
You will need two 5-10 LED Dual Element 
Circuits available on our site in order for the 
LEDs to operate at two brightness levels 
similar to a dual element bulb.  
 
The Hopkins Converter takes 5 wire inputs 
and steps them down to four wire outputs. 
The 5 wires should be installed into the OEM 
harness using the wiring key below.  
 
  
 
 
 
 
 
 
 
 
 
 
Disclaimer: Revival Cycles is providing this diagram 
to the motorcycle community under no obligation. 
We are not responsible for any harm that comes to 

you or your motorcycle or any part thereof on 
account of this diagram or any other information 

provided by us or anyone else. This is a DIY project, 
you must invest the time necessary to research and 

understand the nature of these components in 
relation to your motorcycle and the requirements for 
installation or have the sense to hire a professional. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DUAL ELEMENT CIRCUIT

CONVERTER WIRING IDENTIFICATION  
                    WHITE------------GROUND  
   BROWN----------PARK/TAIL  
  YELLOW---------LEFT TURN 
  RED---------------BRAKE  
       GREEN-----------RIGHT TURN
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