
Safety Guide
Pods in the post-pandemic office

When practicing social distancing in the workplace, a SnapCab can 

be one of the safest places to set up your office. With non-permeable 

walls, all of our products have been designed to be easy to clean and 

disinfect between uses with normal, everyday sanitation practices. 

If you have any questions about how to use or clean your SnapCab 

please reach out to your SnapCab Product Specialist.

☑ Fire Safety Solution ☑ UL Certification     

☑ Seismic Certified ☑ Carb Phase II Compliant



Exterior and Interior Panels

Exterior and interior panels are 
available in decorative thermally 
fused laminate and high-pressure 
laminate, ensuring your panels can 
be easily cleaned and disinfected. 

Panels are constructed to be 
at least as sturdy and stable as 
drywall, allowing you to mount hand 
sanitizers or other devices to the 
exterior or interior walls.

Occupancy Sensor 

Touchless activation of fans  
and dimmable LED downlights,  
with an override button allowing  
fans and lighting to remain on.

Ventilation Fans 

Located above the ceiling tiles,  
the ventilation fan offers 156 CFM  
for Focus, 468 CFM for Meet 4  
and 624 CFM for Meet 6. 

Tables

The optional table is a phenolic work 
surface that is optimal for laptops, 
notepads, etc. It is easily cleaned and 
disinfected in the same manner as 
high pressure laminates.

Benches

The optional bench seating is made 
of polyleather which can be easily 
cleaned and disinfected.

Mobility 

High-load phenolic casters are 
included, as a standard, to allow for 
easy relocation within spaces. This is 
particularly important to spaces that 
need to undergo reconfigurations to 
maintain social distancing.

Acoustic Ceiling Panels

With sprinkler knock out included. 

Pods in  
the post- 
pandemic 
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Routine Care

To clean the surface, use a damp cloth or sponge and a 
mild soap or detergent. Rinse thoroughly with warm water 
and wipe dry. Difficult stains such as coffee or tea can be 
removed using a mild household cleaner/detergent and  
a soft bristled brush, repeating as necessary.

If a stain persists, use a paste of baking soda and water 
and apply with a soft bristled brush. Light scrubbing for 10 
to 20 strokes should remove most stains. Although baking 
soda is a low abrasive, excessive scrubbing or exerting 
too much force could damage the decorative surface, 
especially if it has a gloss finish.

Stubborn stains that resist any of the above cleaning 
methods may require the use of undiluted household 
bleach or nail polish remover. Apply the bleach or nail 
polish remover to the stain and let stand no longer than two 
minutes. Rinse thoroughly with warm water and wipe dry. 
This step may be repeated if the stain appears to be going 
away and the color of the laminate has not been affected.

Warning: Prolonged exposure of the laminate surface to 
bleach will cause discoloration. Hot pans and heat-producing 
appliances (such as electric skillets), when set directly upon 
countertops, can mar the product’s beauty. Always use a  
heat shield, hot pad or trivet.
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Notes of Caution

–   Acidic or abrasive cleaners can damage laminate surfaces;  
do not use them.

–   Drain cleaners containing lye will permanently damage  
any Wilsonart Laminate surface. If you spill a drain cleaner, 
wipe it up immediately and rinse several times with water.

–   Hair, textile and food dyes can cause permanent stains. 
If dye should happen to spill, wipe it up immediately with 
dishwashing detergent or an all-purpose cleaner.

–   Never place pots or dishes directly from the oven or burner 
on an unprotected laminate surface; such extreme heat can 
cause cracking or blistering.

–   Do not work with oven cleaners on an unprotected countertop. 
Wipe spills away promptly and rinse several times with water.

–   Rust removers contain harsh chemicals which will quickly 
cause permanent damage. If a spill occurs, wipe off all residue 
immediately, wash thoroughly with soapy water and rinse 
several times.

–   Steel wool and other abrasive pads will damage Wilsonart 
Laminate. Don’t use them for cleaning and don’t store steel wool 
pads on your countertop; the metal can rust and leave stains.

–   Toilet bowl cleaners contain harsh chemicals that can cause 
permanent damage. If spills occur, wipe up immediately,  
wash surface with soapy water and rinse several times.

When cleaning Wilsonart® Laminate,  

DO NOT use products that contain  

the following ingredients: 

Chemical  
Ingredient

Synonymous  
Names

Hydrochloric Acid Muriatic Acid
Hydrogen Chloride

Sulfuric Acid
Oleic Acid
Oil of Vitriol
Oleum

Hydrofluoric Acid Rust Remover

Phosphoric Acid Rust Remover

Sodium Hydroxide
Caustic Soda
Caustic Lye
Soda Lye

Pumice (abrasive) N/A

Recommended  
Household Cleaners

–   Windex®

–   Glass Plus®

–   Fantastik®

–   Mr. Clean®

–   Formula 409®

–   Isopropyl Alcohol 
(Isopropanol)

* Prolonged exposure  

to bleach will cause 

discoloration.
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