
FLUID FILM® is easy 
to apply in a one coat 
application. Applied at 
4 to 5 mils thickness, 
the coverage rate is 
approximately 225 sq 
ft per gallon. FLUID 
FILM® will not run 
or drip from the surface reducing waste 
and eliminating cost. Minimal surface 
preparation consists of removing grease/
dirt buildup, flaking rust and loose paint. 
FLUID FILM® can be applied over tightly 
adhering rust, dry or damp surface. 
Application can be made by brush, roller, 
or pressurized spray. FLUID FILM® may 
gradually thicken upon standing or in 
contact with moisture. This does not impair 
its efficiency in any way. Stir or shake to 
restore fluidity. Typically an application 
is only needed once a season, aggressive 
high pressure washing can shorten the life 
of the product.

1-888-387-3522
      www.fluid-film.com

STOPS CORROSION 
from salt and moisture

FLUID FILM® protects vehicle 
underbodies, salt spreaders, plows 
(including electrical connections, pivot 
points, nuts, bolts, chains and cables). 
FLUID FILM® remains slick in sub-zero 
temperatures, keeping snow and ice 
from building up on metals and plastics 
like plow blades, snow blower chutes,
and headlights.

Lubricates 
and stops 

chains from 
freezing

Keeps 
locks from 

freezing

Stops 
battery 

corrosion

POWERFUL RUST 
AND CORROSION 

PROTECTION

AVAILABLE IN 
ORIGINAL OR BLACK

PROTECTS ALL METALS, 
STOPS RUST ON CONTACT



• AVAILABLE IN 
ORIGINAL OR BLACK

• PROTECTS ALL METALS 
• LANOLIN BASED
• SUPERIOR LUBRICANT
• NO SOLVENTS
• LONG LASTING
• NON-TOXIC / 

NON-HAZARDOUS

Proven in the most severe 
conditions, FLUID FILM® 
creates a non-drying barrier 
of protection that moisture 
and corrosive environments 
cannot penetrate.
 
FLUID FILM® is not water soluble and 
resists water wash off. FLUID FILM® 
will not readily freeze and protects in 
sub-zero weather conditions. It is non-
conductive and does not support static 
electricity on electronic components. 
Body shop safe, FLUID FILM® contains 
no silicone or Teflon.

FLUID FILM® is Eureka Chemical 
Company’s brand of rust and corrosion 
preventatives, penetrants, and lubricants. 
FLUID FILM® penetrates to the base metal 
and remains soft and pliable, making it 
self-healing, non-drying, and impossible 
to crack. Provides a lasting, protective 
barrier from moisture, salts, calcium and 
sodium chloride. Migrates to inaccessible 
areas. Provides lasting lubrication for 
moving parts. Will not harm most paints, 
plastic, or oil-resistant rubbers.

FLUID FILM BLACK® supplies the same unmatched rust protection as original FLUID FILM® 
only in a dark tint Black is ideal for covering areas with existing rust or coating visible areas 
where a rich black color is more desirable. This includes the frame, axles, floor pans, and 
suspension components. FLUID FILM BLACK® is compatible with the original and can be 
used in conjunction with each other. FLUID FILM BLACK® can be applied over existing areas 
previously treated with the original FLUID FILM® coating.

Care should be taken around non oil-resistant 
rubber goods. May cause swelling. FLUID FILM® may 

soften some vehicle undercoatings. This includes 
undercoating type paints. Check with dealer / 

manufacturer for compatibility.

FLUID FILM® is the worldwide standard 
for corrosion control and equipment 
maintenance. Its unique wool-wax (lanolin) 
formula stops rust on contact. Containing 
no solvents, FLUID FILM® provides 
long-term protection for all metals and 
superior lubrication for moving parts.

POWERFUL 
WINTER PROTECTION NEW!

STOPS CORROSION
FROM SALT, CALCIUM
AND SODIUM CHLORIDE


