
For More Information contact Auscon Australia

Priming and Surface Preparation
Good preparation is essential. Surfaces must be sound, stable, dry, clean and free of dust, loose, flaking, friable 
material and substances that may diminish adhesion.

Surfaces must be clean, dry and free of contaminants, oils, greases, waxes, dust and other adhesion detracting 
substances. It would be helpful if the surface was lightly sanded or abraided, but not essential. However, please 
note our recommendation for testing prior to use.

Limitations
Important: As compounds may differ, we strongly recommend that the customers carry out tests to ensure the 
product meets their criteria. We strongly recommend that the user carries out testing and test patches prior to use 
as products and materials may vary.

Coverage
The stated average coverage rate may vary depending upon the type, condition, porosity, texture of the surface 
and application technique. Approximately 5m² to 10m² per litre per coat. 

Colour Clear

Drying and Curing
Drying and curing of the product is affected by, dryness and porosity of the surface, temperature, humidity, 
ventilation, climate conditions and application technique and therefore drying and curing can only be given as a 
guide. Approximately 30 to 60 minutes.

Storage & Container Size 
Comes in 15 Litres buckets 
Stores in opened containers in cool, dry area away from heat and sources of ignition. Open containers may 
develop skinning. Keep away from water ingress as the product reacts and cures when contact with water 
occurs creating a build-up of pressure inside the container.

Clean Up - Wet spills can be cleaned with Xylene.
Topping or Top Coating
This product should only be used in conjunction with other topcoats. These in turn can be topped and or tiled over

Ph 1300 988 964 |  PO BOX 67 Moonee Ponds 3039, Victoria
Email info@auscon.net.au | For Safety Data Sheets go to www.auscon.net.au

Conditions of Use and Disclaimer
The information contained in this Material Data Sheet is given in good faith based upon our current knowledge and does not imply warranty, express or implied. The information is provided, 
and the product is sold on the basis that the product is used for its intended purpose and is used in a proper workmanlike manner in accordance with the instructions of the Product Data Sheet 
in suitable and safe working conditions. Under no circumstances will the Company be liable for loss, consequential or otherwise, arising from the use of the product.

BP 008
BOND PRIMER

Auscon BP 008
Product Data Sheet

About: Auscon BP 008 Bond Primer.

BP 008 Primer is a Polyurethane based, bonding agent and adhesion promoter over PVC, fiberglass and various 
synthetic composite boards. It is an adhesion promoter for various substrates, and is used over PVC substrates 
prior to applying Auscon KC 05 Key Coat Render 

Suitable Substrate Surfaces
PVC sheeting 
PVC construction materials
Fiberglass and gel coats
Various synthetic composite boards

Benefits and Advantages
Single pack
Fast drying - approximately 30 minutes
It does what conventional primers cannot do
It contains special etching compounds


