
WARRANTY
1-Year Warranty

Products manufactured by Cyclone Pneumatic are warranted for a period of one year from the 
date of sale to original purchaser. If within such warranty period any such equipment is proved, to 
Cyclone Pneumatics satisfaction, to be defective, Cyclone Pneumatic shall be liable for the repair 
or, at Cyclone Pneumatics option, replacement when the product is returned, freight prepaid, to 
Cyclone Pneumatics plant. Cyclone Pneumatics obligation here under shall be confined to such 
repair or replacement and shall be further conditioned upon Cyclone Pneumatic receiving written 
notice of any alleged defect within ten days after its discovery. Cyclone Pneumatic assumes 
no responsibility for improper choice of models or where products are used in excess of rated 
capacities and design functions, or under abnormal conditions. We reserve the right to modify or 
alter materials, dimensions, design and construction, when necessary, to improve performance.

Warranty Exclusions
The Cyclone Pneumatic warranty does not cover repairs or returns when the fault is:
Normal Wear and Tear, Installation Use or Maintenance Services, Cosmetic defects, Accessories,
Failures due to acts of God or Natural Disasters, or problems related to/from aftermarket or non-
OEM parts.

Warranty Limitations
Cyclone Pneumatic does not claim or hold any obligation to loss of time, freight charges,
use of product, or any incidental damages from the use of this product. THIS WARRANTY IS IN LIEU
OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED.

Statement of Hose Applications 
Cyclone Pneumatic does not manufacture any hose. All hose supplied by Cyclone Pneumatic is 
selected from reliable commercial sources and is recommended for application on the basis of 
data supplied by the manufacturer. Cyclone Pneumatic assumes no responsibility for any other 
application or use.
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