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The KS1101/22, CAM88/25 and CAM152/60 incorporate self-priming “jet” pumps with pressure 
vessels (fitted with butyl diaphragms), pressure gauges, adjustable pressure switches and non-
return valves ready assembled for installation. The pumps are fitted with thermoplastic venturis 
and impellers. They have stainless steel shafts, fitted with carbon ceramic mechanical seals, and 
have IP44 rated motors. KS has a thermoplastic pump casing and a 22 litre steel pressure vessel, 
the CAM88 has a 304 stainless steel pump casing and a 25 litre steel pressure vessel while the 
CAM152 has a cast iron pump casing and a 60 litre steel pressure vessel. They are designed for 
pumping clean water only at a maximum temperature of 35ºC. Capable of 8 metre suction lifts. 
Suitable for domestic water boosting, pressurised water supply to mobile toilets and shower 
blocks, irrigation and for wash-down. The CAM88/25 is available with an optional steel protection 
frame for portable use.

The GPA90(S) is a booster set for water supply systems where space is at a premium. It 
incorporates a peripheral pump, with a frontal suction port, which has a 304 stainless steel pump 
body and impeller. The shaft is 410 stainless steel and is fitted with a silicon carbide mechanical 
seal. Elastomers are in Viton and the motor is rated at IP45. The pressure vessel has a 2 litre 
capacity for applications where buffering of the water supply is necessary. This vessel reduces 
pump on/off cycles, saves energy and protects the pump from water hammer, thus extending its 
service life. With 304 stainless steel connections, a high grade butyl bladder and a polypropylene 
liner, there is no water contact with the steel vessel creating an uncontaminated water path. 
Suitable for liquid temperatures up to 60ºC. Can be used for domestic water boosting and 
pressurised water supply of mobile toilets and shower blocks.

KS1101/22

STEEL VESSELS

CAM/25 & 60 • KS/22 • GPA90(S)

● Industry
● Households
● Boosting
● Water supply
● Washdown

SURFACE PRESSURE SETS

item code   model inlet       
(BSPF)

outlet      
(BSPF) kW volt flow        

(l/min)
head        

(mtrs)
switch pre-set          

(bar)
vessel size             

(litres)
w x l x h          

(mm)

dry 
weight     
(kgs)

Price           
(£) code

15-15-1000 GPA90(S) 1" 1" 0.20 110 40 24 1.4(on)-2.4(off) 2 140x320x410 7.50 223.00 4
15-15-1006 GPA90(S) 1" 1" 0.20 230 40 24 1.4(on)-2.4(off) 2 140x320x410 7.50 223.00 4
19-15-1158 KS1101/22 1" (M) 1"(M) 0.75 230 60 28 1.4(on)-2.8(off) 22 270x480x500 15.10 253.00 1
19-15-1285 CAM88/25 1" 1" 0.75 110 60 32 1.6(on)-3.2(off) 25 270x530x540 17.00 322.00 1
19-15-1115 CAM88/25 1" 1" 0.75 230 60 32 1.6(on)-3.2(off) 25 270x530x540 17.00 306.00 1
19-15-1107 CAM152/60 1¼" 1" 1.50 230 125 32 1.6(on)-3.2(off) 60 380x748x698 56.00 507.00 1
12-85-1027 Optional extra: full protection frame, CAM88/25 (type: FR003). 400x600x600 7.20 75.00 2
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