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ENGINE DRIVEN PETROL

● Hire fleets
● Construction
● Utilities
● Drainage
● Irrigation
● Wash down

WX • WB

Speed - 3600 rpm
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item code   model inlet        
(mm)

outlet      
(mm) engine fuel HP oil alert flow  

(l/min)
head  

(mtrs)
solids             
(mm) w x l x h         (mm) dry weight     

(kgs) Price code

13-20-1002 WX10 25 25 GX25 petrol 1.5 no 142 36 5 220x325x300 6.0 366.00 3
13-20-1001 WB20 50 50 GX120 petrol 4.0 yes 590 32 6 365x455x420 21.0 357.00 3
13-20-1000 WB30 75 75 GX160 petrol 5.5 yes 1090 28 6 385x510x455 26.0 478.00 3

Residue pumping kit: engine 
pumps, with their traditional 
strainers, will always leave a few 
inches deep of water behind when 
pumping off a flat surface. Some 
areas e.g. within reinforcing, under 
floors etc., are inaccessible to most 
submersible residue pumps and 
can be a little heavy too. For use 
with 25mm (1”) centrifugal pumps, 
this kit will enable the pumping 
of water levels down to 3mm and 
the floor tool can be moved from 
puddle to puddle while the engine 
is still running. For pumping of site 
water it can suck up to 6 metres, 
but 4 metres is recommended.  
The tool is 140mm wide and weighs 
only 1kg so is great for inaccessible 
areas. The kit comprises floor tool, 
strainer and 4 metre suction kit with 
air-tight connectors. 

WB20

WX10

The WX and WB pumps are self-priming, centrifugal pumps with Honda 4 stroke petrol engines, 
from the Honda Power Equipment range. All models have aluminium pump housings for 
portability and ceramic mechanical seals for reliability. The WX10 has an aluminium impeller and 
volute while the WB20 and 30 are in cast iron. WB models have oil alert.

A dual fuel LPG conversion kit will enable a Honda engine driven pump (fitted with GX120, 
GX160, GX240 or GX340) to run on a propane cylinder bottle, but with the option to switch back 
to petrol if required. Using gas reduces running costs and lowers emissions without any loss of 
performance. Gas also avoids the problems caused by stale fuel in an engine left unused for long 
periods and the hazards of petrol storage and refuelling. Supplied in kit form, with step-by-step 
instructions, they are easy to fit without any special tools.

CENTRIFUGAL - SITE WATER

LPG conversion kit

26-85-1001 Optional extra: residue pumping adaptor kit for 25mm centrifugal pumps only 1.0 120.00 3
N/A LPG gas conversion kit (GX120 & GX160) 2.0 175.00 3


