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OIL & DIESEL TRANSFER ACCESSORIES

Manual 
nozzle

Automatic 
nozzle

ACCESSORIES
METERS •  HOSES • KITS • NOZZLES

Rubber hose PVC hose

Gravity nozzles are for use with pumped and gravity systems. They are for manual operation i.e. they will not shut 
off  automatically when rising fuel level covers the end of the spout. They have an alloy construction with BSPF 
brass rotating hose connectors.

Automatic nozzles are for use with pumped systems only. They are for automatic operation i.e. they will shut off  
when the rising fuel level covers the end of the spout. Alloy construction, with BSPF brass rotating hose connector, 
partly encased in rubber to protect them from shocks and to improve grip and comfort. 

N.B. Some cars will not accept these nozzles (please check with our sales department for guidance).

Rubber hose: high quality rubber “drop hose” which has excellent fl exibility and kink resistance. Suitable for 
suction and delivery of diesel fuels and oils: available by the metre.

PVC hose: high quality PVC and nitrile hose reinforced with an embedded PVC spiral-helix. Good fl exibility and kink 
resistance. Suitable for suction and delivery of diesel fuels and oils: available by the metre.

Hose kits comprise a manual nozzle, hose fi ttings, strainer and 5 metres of rubber “drop hose” that can be cut to 
the required suction and discharge length. Diesel hose kits in PVC are available on request.

The UR series diesel fl ow-meters are for use with pumps that have a fl ow range of 20 to 120 litres per minute or 
gravity fed systems that push down a minimum 20 litre per minute fl ow. These meters are equipped with either a 
3-digit or 4-digit resettable batch register (with marked tenths), and a non-resettable totaliser.

UR4

item code model inlet
(BSPF)

outlet
(BSPF)

w x l x h
(mm)

dry weight
(kgs)

12-85-1033 UR4 1" 1" 180x165x150 2.5

item code type inlet
(BSPF)

nozzle diameter
(mm)

maximum fl ow
(ltrs per min)

dry weight
(kgs)

12-85-1051 Gravity "A" 1" 25 80 0.8

12-85-1056 Auto 60 1" 25 60 1

12-85-1001 Auto 80 1" 25 80 1.2

12-85-1008 Auto 140 1” 32 140 1.4

item code type bore
(mm) unit dry weight

(kgs)

12-85-1018 hose, rubber 20 per metre 0.43

12-85-1016 hose, rubber 25 per metre 0.58

12-85-1041 hose, PVC 25 per metre 0.58

12-85-1032 hose, PVC 32 per metre 0.58

12-85-1009 hose, PVC 38 per metre 0.67

12-85-1055 hose kit, rubber 20 each 4.00

12-85-1028 hose kit, rubber 25 each 4.30

Hose Kit




