
Volume 5—Motor Control and Protection CA08100006E—December 2016 www.eaton.com V5-T2-119

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2.3NEMA Contactors and Starters

A200 Series

Accessories for A201 Contactors—Size 5–9

Coils (Sizes 5 and 6)

Coils (Sizes 7–9)

Notes
1 Rectifier 125V 2018A40G01 (one required).
2 Rectifier 250V 2018A40G02 (one required).
3 Rectifier 600V 2018A40G03 (one required).
4 These coils require an external rectifier. If the rectifier needs replacement, order by the 

appropriate style number. 
5 Contains coil and resistor.

Voltage Hz
Size 5 Size 6
Style Number Style Number

Sizes 5 and 6

110/120 60 2050A14G05 2050A12G05

110/120 50 2050A14G06 2050A12G06

200/208 50 2050A14G07 2050A12G07

220/240 50 2050A14G08 2050A12G08

200/208 60 2050A14G09 2050A12G09

220/240 60 2050A14G10 2050A12G10

277/303 60 2050A14G12 2050A12G12

380/415 50 2050A14G14 2050A12G14

440/480 60 2050A14G15 2050A12G15

440/480 50 2050A14G16 2050A12G16

550/600 60 2050A14G17 2050A12G17

550/600 50 2050A14G18 2050A12G18

380/415 60 2050A14G19 2050A12G19

120/240 60 2050A14G20 2050A12G20

24 DC — 2050A14G21 2050A12G21

48 DC — 2050A14G22 2050A12G22

125 DC — 2050A14G25 2050A12G25

250 DC — 2050A14G27 2050A12G27

Line Voltage Style Number Required

Sizes 7 and 8

125 Vdc 438C805G04 2

230 Vdc 438C805G02 2

250 Vdc 438C805G03 2

110/120 Vac 14 438C805G12 2

220/240 Vac 24 438C805G11 2

380 Vac 34 438C805G15 2

440/480 Vac 34 438C805G10 2

550/575 Vac 34 438C805G13 2

Size 9

110 Vdc 5264C34G01 5 —




