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2.3NEMA Contactors and Starters
A200 Series

Product Selection

Non-Reversing, Sizes 00–9

When Ordering Specify 

Order by catalog number 
from the tables to the right, 
plus suffix for coil voltages, 
verifying usage of appropriate 
sizes.

Heaters 
Enter heaters as separate 
item by listing catalog 
number from the tables 
on Pages V5-T2-135 and 
V5-T2-136, as required per 
starter.

Non-Reversing Starters

Coil Suffix

Notes
1   For ambient compensated overload relay with auto-reset, add Suffix D.
2   Single-phase with one single-pole overload relay.
3   Sizes 7–9 use rectifier with DC coil.
4   For Size 9, only available coil voltage is 120V.

Size Amperes

Max. UL Horsepower

Open
Catalog Number 1

Single-Phase Three-Phase
115V 230V 208V 240V 480V 600V

Two-Poles 2 —Sizes 00–2

00 9 1/3 — 1-1/2 1-1/2 2 2 A200MABR

0 18 1 — 3 3 5 5 A200M0BR

1 27 2 — 7-1/2 7-1/2 10 10 A200M1BR

1-1/2 36 3 — — — — — A200MDBR

2 45 7-12 — 10 15 25 25 A200M2BR

Three Poles—Sizes 00–6

00 9 1/3 — 1-1/2 1-1/2 2 2 A200MAC_

0 18 1 — 3 3 5 5 A200M0C_

1 27 2 — 7-1/2 7-1/2 10 10 A200M1C_

2 45 7-12 — 10 15 25 25 A200M2C_

3 90 — — 25 30 50 50 A200M3C_

4 135 — — 40 50 100 100 A200M4C_

5 270 — — 75 100 200 200 A200M5C_

6 540 — — 150 200 400 400 A200M6C_

Three Poles—Sizes 7–9

7 3 810 — — 200 300 600 600 A200M7C_

8 3 1215 — — 400 450 900 900 A200M8C_

9 3 2250 — — — 800 1600 — A200M9C_ 4

Coil Volts and Hz Code Suffix

Sizes 00–6

120/60 or 110/50 AC

200–208/60 B

240/60 W

480/60 X

600/60 E

Sizes 7, 8 and 9 4

110–120/50 or 60 J

220–240/50 or 60 W

440–480/50 or 60 X

600/60 E

Size 3 Starter




