Series C

Typical N-Frame Breaker

N-Frame (400-1200 Amperes)

Product Description

¢ All Eaton N-Frame circuit
breakers are suitable for
reverse feed use

e All N-Frame circuit
breakers are HACR rated
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Catalog Number Selection

This information is presented only as an aid to understanding catalog numbers.
It is not to be used to build catalog numbers for circuit breakers or trip units.

Circuit Breaker/Frame

Series C

Suffix

100% R.P. protected (four-pole)
50% R.P. protected (four-pole)
High magnetic molded case switch
Without terminals

Load only terminals

Line only terminals

Circuit Breaker/ |
Frame Type Number [ | Trip Type

ND of Poles Circuit Breaker/Frame Trip Model 2-=1SI
HND 2=Two-pole Ampere Rating T3= Model 310 3=1L8
NDC 3 = Three-pole 800= 800 amperes T5 = Model 550 5=15G
NDU 4 =Four-pole 12=1200 amperes T7= Model 750 6=LSIG
CND T10 = Model 1050 7=1SIA
CHND

CNDC
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Technical Data and Specifications

UL 489 Interrupting Capacity Ratings ®

Circuit

Series C

Interrupting Capacity (kA Symmetrical Amperes)

Breaker Number Volts AC (50/60 Hz)

Type of Poles 240 2711 480 600
ND 2,3,4 65 — 50 25
CND®@ 2,3,4 65 — 50 25
HND 2,3,4 100 — 65 35
CHND @ 2,3,4 100 — 65 35
NDC 2,3,4 200 — 100 65
CNDC @ 2,3,4 200 — 100 65
NDU® 3 300 ® — 150 756

IEC 947-2 Interrupting Capacity Ratings ®

Circuit

Interrupting Capacity (kA Symmetrical Amperes)

Breaker Number Volts AC (50/60 Hz)

Type of Poles 240 415 690
ND

ley 2,3,4 85 50 20
les 2,3,4 85 50 10
CND ®

ley 2,3,4 85 50 20
les 2,3,4 85 50 10
HND

ley 2,3,4 100 70 25
les 2,3,4 100 50 13
CHND @

ley 2,3,4 100 70 2
les 2,3,4 100 50 13
NDC

Iy 2,34 200 100 35
les 2,3,4 100 50 18
CNDC @

ley 2,3,4 200 100 35
les 2,3,4 100 50 18
Notes

@ Utilization Category A circuit breakers.
® 100% rated breakers.

® 800 amperes maximum rating.

@ Successfully tested at 300 KAIC, although UL recognizes maximum of 200 kAIC at 240 Vac.
® Successfully tested at 75 kAIC, although UL recognizes maximum of 65 kAIC at 600 Vac.
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