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�

240V Circuit Breakers 600/347V Circuit Breakers

600/347V Circuit Breakers 600V Circuit Breakers

GG Breakers
Selection and ordering data

 480V 600/347V

NGG  25KAIC 14KAIC
HGG 35KAIC 14KAIC
LGG 65KAIC 14KAIC

1-, 2- & 3-pole up to 125A for 
circuit protection up to 600/347 
volt circuits (UL/CSA/IEC) 

Information  Page
General Data  17/13
Internal Accessories  17/14
External Accessories 17/105–17/112

BQ Breakers
Selection and ordering data

 240V
BQ  10KAIC
BQH  22KAIC
HBQ 65KAIC

1-, 2- & 3-pole up to 125A for
circuit protection up to 240 volt
circuits (UL)

Information  Page
General Data  17/9–17/10
Accessories  17/105–17/112

QJ Breakers
Selection and ordering data

 240V
QJ2  10KAIC
QJH-2  22KAIC
QJ2-H 42KAIC
HQJ2  65KAIC

2- & 3-pole up to 225A for circuit 
protection up to 240 voltcircuits (UL)

Information  Page
General Data  17/11
Accessories  17/105–17/112

CQD Breakers
Selection and ordering data

 480/277V 600/347V

CQD  14KAIC —
CQD-6 — 10KAIC

1-, 2- & 3-pole up to 100A for circuit 
protection up to 600/347V (CSA) &
480/277V (UL) circuits

Information  Page
General Data  17/12
Internal Accessories  17/14
External Accessories 17/105–17/112

DG VL Breakers
Selection and ordering data

 480V 600Y/347V
NDG 35KAIC 18KAIC
HDG  65KAIC  18KAIC
LDG  100KAIC  18KAIC

2- & 3-pole up to 150A for 
circuit protection up to 600 volt
circuits (UL/CSA/IEC) 

Information  Page
Breakers & Trip Units  17/17–17/19
Internal Accessories  17/23
External Accessories 17/43–17/57

FG VL Breakers
Selection and ordering data

 480V 600V
NFG  35KAIC  18KAIC 
HFG 65KAIC  20KAIC
LFG  100KAIC  25KAIC

2- & 3-pole up to 150A for 
circuit protection up to 600 volt 
circuits (UL/CSA/IEC) 

Information  Page
General Data  17/20-17/22
Internal Accessories  17/23
External Accessories 17/43–17/57
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General Application Molded Case Circuit Breakers
Catalog Numbering System

Selection/Application

Trip Unit Type
 — Omitted – Thermal-Magnetic
S — Sensitrip® Electronic Trip

Sentron Series Type/Interrupting Range
 — Omitted – Standard Rating
H — High IC Rating
HH — Extra High IC Rating
C — Highest IC Rating and Current Limiting

Frame Identifier
E — Type ED M — Type MD
F — Type FD N — Type ND
J — Type JD P — Type PD
L — Type LD R — Type RD
LM — Type LMD

Maximum Voltage
2 — 240 Vac
4 — 480 Vac
6 — 600 Vac

Number of Poles
1
2
3 
9 used to indicate the max. functions for an electronic trip circuit breaker (always 3 poles)

(Specific Application Type)
B — Standard 40°C Breaker 
M — Calibrated for 50°C Application
F — Frame Only
T — 40°C Trip Unit Only
W — 50°C Trip Unit Only
S — Molded Case Switch
L — Low Instantaneous Range ETI Breaker
A — Standard Range ETI Breaker
H — High Instantaneous Range ETI Breaker

Maximum Continuous Current Rating
ED Frame — 015, 020, 025, 030, 035, 040, 045, 050, 060, 070, 080, 090, 100, 110, 125
FD Frame — 070, 080, 090, 100, 110, 125, 150, 175, 200, 225, 250
JD Frame — 200, 225, 250, 300, 350, 400
LD Frame — 250, 300, 350, 400, 450, 500, 600
LMD Frame — 500, 600, 700, 800
MD Frame — 500, 600, 700, 800
ND Frame — 900, 100 (1000A), 120 (1200A)
PD Frame — 120 (1200A), 140 (1400A), 160 (1600A)
RD Frame — 160 (1600A), 180 (1800A), 200 (2000A)

Suffix
L — where applicable indicates a breaker shipped with line/loads lugs installed
A — used with a switch to show automatic self protection
Y — 400 Hertz
H — 100% rated 
P — Load side lugs only

NOTE:

 — Position omitted if not used.

X D

If used on 250A frame and above means 
non-interchangeable trip breaker with 
factory assembled frame and trip. Solid 
state trip and current limiting (S or C in 
first character) are non-interchangeable 
only, and the “X” is omitted.
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Shipping Weights
Number of Number per Shipping 
Poles Carton Weight lbs. (kg)

1 1 .75 (0.34) 
2 1 1.3 (0.59) 
3 1 2.0 (0.98)

GG

5.4

GG

2.9

 SWD rated. b  HID rated at 15-50A 1-pole @ 277 VAC; 2 & 3-pole @ 
480 VAC

Lugs For 60/75°C Wire
NGG

Ampere Rating Wire Size Catalog Number

15–30A #14–#6 AWG Cu TC1Q1 (qty. 1) 
 #12–#6 AWG Al 3TC1Q1 (qty. 3) 

35–125A #8–1/0 AWG Cu 3TC1GG20 (qty. 3)  #8–2/0 AWG Al

15–125A Nut Keeper plate w/ screw TNKG3 (qty. 3)  (for crimp terminals)

For inches / millimeters conversion, see Application Data section.

GG 125A Frame (Cable In - Cable Out)
Continuous
Current Rating
@ 40°C

1-Pole 2-Pole 3-Pole

Catalog Number Catalog Number Catalog Number
15 NGG1B015L b NGG2B015Lb NGG3B015Lb

20 NGG1B020L b NGG2B020Lb NGG3B020Lb

25 NGG1B025Lb NGG2B025Lb NGG3B025Lb

30 NGG1B030Lb NGG2B030Lb NGG3B030Lb

35 NGG1B035Lb NGG2B035Lb NGG3B035Lb

40 NGG1B040Lb NGG2B040Lb NGG3B040Lb

45 NGG1B045Lb NGG2B045Lb NGG3B045Lb

50 NGG1B050Lb NGG2B050Lb NGG3B050Lb

60 NGG1B060L NGG2B060L NGG3B060L
70 NGG1B070L NGG2B070L NGG3B070L
80 NGG1B080L NGG2B080L NGG3B080L
90 NGG1B090L NGG2B090L NGG3B090L

100 NGG1B100L NGG2B100L NGG3B100L

110 NGG1B110L NGG2B110L NGG3B110L
125 NGG1B125L NGG2B125L NGG3B125L

Line and load lugs are included as standard. If no lugs are required, remove the “L” suffix.
HACR rated.
Suitable for screws or DIN rail mounting.

Interrupting Ratings (max. RMS symmetrical amperes kA)

Breaker
Type Poles

UL489 IEC 60947-2 (Ics = 50%Icu)
Volts AC Volts DC Volts AC Volts DC
120 240 277 347 480 600Y/347 125 125/250 240 415 125/250

NGG
1 65 — 25 14  — — 14 — 25
2,3 — 65 — — 25 14 — 14 65 14

HGG
1 65 — 35 14 — — 14 — —
2,3 — 65 — — 35 14 — 14 — 14

LGG
1 65 — 65 14 — — 14 — —
2,3 — 65 — — 65 14 — 14 — 14

Type LGG (Cable In - Cable Out)
Continuous 
Current Rating 
@ 40°C

1-Pole 2-Pole 3-Pole

Catalog Number Catalog Number Catalog Number

15 LGG1B015Lb LGG2B015Lb LGG3B015Lb

20 LGG1B020Lb LGG2B020Lb LGG3B020Lb

25 LGG1B025Lb LGG2B025Lb LGG3B025Lb

30 LGG1B030Lb LGG2B030Lb LGG3B030Lb

35 LGG1B035Lb LGG2B035Lb LGG3B035Lb

40 LGG1B040Lb LGG2B040Lb LGG3B040Lb

45 LGG1B045Lb LGG2B045Lb LGG3B045Lb

50 LGG1B050Lb LGG2B050Lb LGG3B050Lb

60 LGG1B060L LGG2B060L LGG3B060L
70 LGG1B070L LGG2B070L LGG3B070L
80 LGG1B080L LGG2B080L LGG3B080L
90 LGG1B090L LGG2B090L LGG3B090L

100 LGG1B100L LGG2B100L LGG3B100L
110 LGG1B110L LGG2B110L LGG3B110L
125 LGG1B125L LGG2B125L LGG3B125L

Type HGG  (Cable In - Cable Out)
Continuous 
Current Rating 
@ 40°C

1-Pole 2-Pole 3-Pole

Catalog Number Catalog Number Catalog Number

15 HGG1B015Lb HGG2B015Lb HGG3B015Lb

20 HGG1B020Lb HGG2B020Lb HGG3B020Lb

25 HGG1B025Lb HGG2B025Lb HGG3B025Lb

30 HGG1B030Lb HGG2B030Lb HGG3B030Lb

35 HGG1B035Lb HGG2B035Lb HGG3B035Lb

40 HGG1B040Lb HGG2B040Lb HGG3B040Lb

45 HGG1B045Lb HGG2B045Lb HGG3B045Lb

50 HGG1B050Lb HGG2B050Lb HGG3B050Lb

60 HGG1B060L HGG2B060L HGG3B060L
70 HGG1B070L HGG2B070L HGG3B070L
80 HGG1B080L HGG2B080L HGG3B080L
90 HGG1B090L HGG2B090L HGG3B090L

100 HGG1B100L HGG2B100L HGG3B100L
110 HGG1B110L HGG2B110L HGG3B110L
125 HGG1B125L HGG2B125L HGG3B125L

General Application Molded Case Circuit Breakers
GG 125A Frame

Selection/Dimensions

Accessories pages 17/14 
and 17/108 to 17/113




