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2.4 Molded Case Circuit Breakers

Series C

F-Frame Field Mounted Undervoltage Release Mechanism 

Notes
1 Not listed with Underwriters Laboratories, for field installation.
2 Standard mounting location.
3 Not for use on right pole of four-pole circuit breaker. 

Voltage Rating
(AC Freq. = 50/60 Hz)

F-Frame Breaker F-Frame Breaker HMCP
Factory Installation Kits 1

Pigtail Leads Terminal Block Pigtail Leads Terminal Block
Catalog
Number

Catalog
Number

Catalog
Number

Catalog
Number

Left-Pole Mounting AC Ratings

12 Vac UVH1LP02K UVH1LT02K MUVH1LP02K MUVH1LT02K

24 Vac UVH1LP03K UVH1LT03K MUVH1LP03K MUVH1LT03K

48 Vac UVH1LP22K UVH1LT22K MUVH1LP22K MUVH1LT22K

60 Vac UVH1LP24K UVH1LT24K MUVH1LP24K MUVH1LT24K

110–127 Vac UVH1LP08K UVH1LT08K MUVH1LP08K MUVH1LT08K

208–240 Vac UVH1LP11K UVH1LT11K MUVH1LP11K MUVH1LT11K

380–480 Vac UVH1LP15K UVH1LT15K MUVH1LP15K MUVH1LT15K

525–600 Vac UVH1LP18K UVH1LT18K MUVH1LP18K MUVH1LT18K

Right-Pole Mounting AC Ratings 23

12 Vac UVH1RP02K UVH1RT02K MUVH1RP02K MUVH1RT02K

24 Vac UVH1RP03K UVH1RT03K MUVH1RP03K MUVH1RT03K

48 Vac UVH1RP22K UVH1RT22K MUVH1RP22K MUVH1RT22K

60 Vac UVH1RP24K UVH1RT24K MUVH1RP24K MUVH1RT24K

110–127 Vac UVH1RP08K UVH1RT08K MUVH1RP08K MUVH1RT08K

208–240 Vac UVH1RP11K UVH1RT11K MUVH1RP11K MUVH1RT11K

380–480 Vac UVH1RP15K UVH1RT15K MUVH1RP15K MUVH1RT15K

525–600 Vac UVH1RP18K UVH1RT18K MUVH1RP18K MUVH1RT18K

Left-Pole Mounting DC Ratings

12 Vdc UVH1LP20K UVH1LT20K MUVH1LP20K MUVH1LT20K

24 Vdc UVH1LP21K UVH1LT21K MUVH1LP21K MUVH1LT21K

48 Vdc UVH1LP22K UVH1LT22K MUVH1LP22K MUVH1LT22K

60 Vdc UVH1LP24K UVH1LT24K MUVH1LP24K MUVH1LT24K

110–127 Vdc UVH1LP26K UVH1LT26K MUVH1LP26K MUVH1LT26K

220–250 Vdc UVH1LP28K UVH1LT28K MUVH1LP28K MUVH1LT28K

Right-Pole Mounting DC Ratings 23

12 Vdc UVH1RP20K UVH1RT20K MUVH1RP20K MUVH1RT20K

24 Vdc UVH1RP21K UVH1RT21K MUVH1RP21K MUVH1RT21K

48 Vdc UVH1RP22K UVH1RT22K MUVH1RP22K MUVH1RT22K

60 Vdc UVH1RP22K UVH1RT22K MUVH1RP22K MUVH1RT22K

110–127 Vdc UVH1RP26K UVH1RT26K MUVH1RP26K MUVH1RT26K

220–250 Vdc UVH1RP28K UVH1RT28K MUVH1RP28K MUVH1RT28K




