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2.3 Molded Case Circuit Breakers

Series G

Shunt Trip—Standard

Shunt Trip—Low Energy

Undervoltage Release Mechanism

Notes
1 LH cavity not available for EG frame with earth leakage module.
2 All accessories mount in the RH cavity which will accept one each of shunt trip, UVR, auxiliary switch and alarm switch.
3 380–600 Vdc, 50/60 Hz.
4 24 Vdc only use UVH5LP03K (NG) UVH6RP03K (RG) for 24 Vac.

Pole
Location

Frame

Description EG, JG and LG 1 NG RG 2

48–60 Vac Left SNT4860CPK SNT5LP05K —
Right — — SNT6P05K

110–240 Vac Left SNT120CPK SNT5LP11K —
Right — — SNT6P11K

380–600 Vac Left SNT480CPK 3 — —
Right — — —

220–250 Vdc or 380–440 Vac — SNT5LP14K SNT6P14K
480–600 Vac — SNT5LP18K SNT6P18K
12 Vdc Left SNT012CPK — —

Right — — —
24 Vac/dc Left SNT024CPK SNT5LP03K —

Right — — SNT6P03K
48–60 Vdc Left SNT4860CPK SNT5LP23K —

Right — — SNT6P23K
110–125 Vdc Left SNT125DPK SNT5LP26K —

Right — — SNT6P26K
250 Vdc Left SNT250DPK — —

Right — — —

Pole
Location

Frame
Description EG, JG and LG NG RG 2

— Left — LST5LPK —
Right — — LST6RPK

Pole
Location

Frame
Description EG, JG and LG 1 NG RG 2

110–127 Vac Left UVR120APK UVH5LP08K —
Right — — UVH6RP08K

208–240 Vac Left UVR240APK UVH5LP11K —
Right — — UVH6RP11K

24 Vdc Left UVR024DPK UVH5LP21K 4 —
Right — — UVH6RP21K 4

24 Vac Left UVR024APK UVH5LP21K 4 —
Right — — UVH6RP21K 4

48–60 Vdc Left UVR048DPK UVH5LP23K —
Right — — UVH6RP23K

48–60 Vac Left UVR048APK UVH5LP05K —
Right — — UVH6RP05K

120 Vdc Left UVR125DPK UVH5LP26K —
Right — — UVH6RP26K

220–250 Vdc Left UVR250DPK UVH5LP28K —
Right — — UVH6RP28K

380–500 Vac Left UVR480APK UVH5LP29K —
Right — — UVH6RP29K

525–600 Vac Left UVR600APK — —
Right — — —

12 Vdc Left — UVH5LP20K —
Right — — UVH6RP20K

12 Vac Left — UVH5LP02K —
Right — — UVH6RP02K

Shunt Trip—Standard

ST
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2.4 Molded Case Circuit Breakers

Series C

N-Frame and HMCP (N) Undervoltage Release Mechanism 

R-Frame Undervoltage Release Mechanism (RH only)

Notes
1 Listed with Underwriters Laboratories for field installation under E64983.
2 Standard mounting location—leads exit rear of breaker.
3 Endurance: 500 electrical operations plus 2500 mechanical operations.
4 Pigtail wire size: 18 AWG (0.82 mm2). Leads are orange and brown.

Voltage Rating
(AC Freq. = 50/60 Hz)

Factory Mounted Field Mounted
Connection Type and Location Field Installation Kits 1

18-Inch (457.2 mm) Pigtail Leads Terminal Block
Pigtail Leads Terminal BlockSame Side Rear 2 Opposite Side Same Side

Suffix
Number

Suffix
Number

Suffix
Number

Suffix
Number

Catalog
Number

Catalog
Number

Left-Pole Mounting AC Ratings 2

12 Vac U05 U06 U07 U08 UVH5LP02K UVH5LT02K

24 Vac U09 U10 U11 U12 UVH5LP03K UVH5LT03K

48–60 Vac U13 U14 U15 U16 UVH5LP05K UVH5LT05K

110–127 Vac U17 U18 U19 U20 UVH5LP08K UVH5LT08K

208–240 Vac U21 U22 U23 U24 UVH5LP11K UVH5LT11K

380–480 Vac U25 U26 U27 U28 UVH5LP29K UVH5LT29K

Left-Pole Mounting DC Ratings 2

12 Vdc T01 T02 T03 T04 UVH5LP20K UVH5LT20K

24 Vdc T05 T06 T07 T08 UVH5LP21K UVH5LT21K

48–60 Vdc T09 T10 T11 T12 UVH5LP23K UVH5LT23K

110–127 Vdc T13 T14 T15 T16 UVH5LP26K UVH5LT26K

220–250 Vdc T17 T18 T19 T20 UVH5LP28K UVH5LT28K

Voltage Rating 
(AC Frequency = 50/60 Hz)

Factory Mounted Field Mounted
Connection Type and Location Field Installation Kits 3

18-Inch (457.2 mm) Pigtail Leads Pigtail Leads
Suffix
Number 4

Catalog
Number 4

12 Vac U37 UVH6RP02K

24 Vac U41 UVH6RP03K

48–60 Vac U45 UVH6RP05K

110–127 Vac U49 UVH6RP08K

208–240 Vac U53 UVH6RP11K

380–500 Vac U57 UVH6RP29K

12 Vdc T21 UVH6RP20K

24 Vdc T25 UVH6RP21K

48–60 Vdc T29 UVH6RP23K

110–125 Vdc T33 UVH6RP26K

220–250 Vdc T37 UVH6RP28K
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2.5 Molded Case Circuit Breakers

Specialty Breakers

Internal Accessories

Undervoltage Release 1

Notes
1 Contact Eaton for internal accessory voltage ratings not listed.
2 LH (RH also available).
3 Pigtail leads.
4 Terminal blocks.
5 RH only.

Breaker 
Type

UVR 
Type

Voltage 
Rating

Mounting 
Location

Catalog
Number

Factory 
Modification Code

E2F/E2FM Handle reset 208–240 Vac Left pole UVH1LP11K (thermal/magnetic only) 2 U18

Handle reset 110–127 Vdc Left pole UVH1LP26K (thermal/magnetic only) 2 U42

E2J/E2JM Handle reset 110–127 Vac Left pole UVH2LP08K 2 U18

Handle reset 208–240 Vac Left pole UVH2LP11K 2 U22

Handle reset 110–125 Vdc Left pole UVH2LP26K 2 T14

E2K/E2KM/E2KW 120 volt handle reset with LED 120 Vac Left pole UVM3LP08K 23 U66

120 volt handle reset with LED 120 Vac Left pole UVM3LP08KT 24 U68

Handle reset 110–127 Vac Left pole UVH3LP08K 2 U18

Handle reset 208–240 Vac Left pole UVH3LP11K 2 U22

Handle reset 110–125 Vdc Left pole UVH3LP26K 2 T14

E2LME/E2LMZ Handle reset 110–127 Vac Left pole UVR120APK U5

Handle reset 110–125 Vdc Left pole UVR125DPK U6

E2L/E2LM/E2LW/E2M/E2MM/
E2MW

120 volt handle reset with LED 120 Vac Left pole UVM4LP08K 23 U66

120 volt handle reset with LED 120 Vac Left pole UVM4LP08KT 24 U68

Handle reset 110–127 Vac Left pole UVH4LP08K 2 U18

Handle reset 208–240 Vac Left pole UVH4LP11K 2 U22

Handle reset 110–125 Vdc Left pole UVH4LP26K 2 T14

E2N/E2NM 120 volt handle reset with LED 120 Vac Left pole UVM5LP08K 3 U66

120 volt handle reset with LED 120 Vac Left pole UVM5LT08K 4 U68

Handle reset 110–127 Vac Left pole UVH5LP08K 2 U18

Handle reset 208–240 Vac Left pole UVH5LP11K 2 U22

Handle reset 110–125 Vdc Left pole UVH5LP26K 2 T14

E2R/E2RM 120 volt handle reset with LED 120 Vac Right pole UVM6RP08K 35 U58

Handle reset 110–127 Vac Right pole UVH6RP08K 5 U49

Handle reset 208–240 Vac Right pole UVH6RP11K 5 U53

Handle reset 110–125 Vdc Right pole UVH6RP26K 5 T33




