
Gavita® Master Controller EL2 - Gen 2  
Item #HGC906121
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TEMPERATURE RANGE: 0-35º C / 32 - 95º F
OPERATING HUMIDITY (non-condensing): < 80%
CONTROLLER DIMENSIONS (L x W x H):
110 x 21 x 65 mm
WEIGHT: 115 g
POWER SUPPLY: Adapter: 100V-240 V AC 50/60
Hz - 15 V DC (1000 mA)
MAXIMUM OUTPUT VOLTAGE: 11.5 V
MAXIMUM VOLTAGE/CURRENT
ALARM CONTACTS (NO/NC) 13.5 V / 50 mA
MAXIMUM CABLE LENGTH PER PORT:
100 m (328 ft) / 250 m (820 ft)*
MAXIMUM NUMBER OF FIXTURES PER PORT:
40 500*
MAXIMUM NUMBER OF FIXTURES PER
CONTROLLER:
80 1000*
WARRANTY: 3 Years
(from original date of purchase)
INCLUDES: 

• 120-240 VAC Power Adapter
• 2 x Controller Cable (5 m/16 ft) - RJ9-RJ11
• 2 x Temperature Sensor (5 m/16 ft)
• Mounting Plate & Hardware
• Hood

*When using a repeater bus fixture or ballast
**Drawing is Not to Scale

This document is not intended to be used for installation purposes.
We cannot cover all specific applications or anticipate all requirements. 
All specifications are subject to change without notice.
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