
MOUNTING & COVERAGE 

DIMENSIONS

Recommended to use with ILUMINAR Lighting Touch+ or HASH
Controller. Lamp Not Included.

DE FIXTURE

630W

CMH
SKU:VOLTAGE: 

IL-CMHDE630-120

IL-CMHDE630-277

IL-CMHDE630-347

120V/240V

277V

347V
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249mm / 9.81”

318mm / 12.52”
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Energy efficient

Uniform Light Distribution 

Soft Start Technology

Ignition Failure Protection

PHYSICAL SPECIFICATIONS

120/240V 277V/347V

Case Length 318mm / 12.52” 318mm / 12.52”

249.2mm / 9.81”

597.9mm / 23.54”

6.7kg / 14.77lb

Case Width 213mm / 8.39”

Height 597.9mm / 23.54”

Weight 6.6kg / 14.55lb

TECHNICAL SPECS

Input Current 5.56A

120V

2.79A

240V

2.4A

277V

1.92A

347V

675W 665W 665W 665WInput Power

Rated Voltage 120V 240V 277V

249-305V

347V

312-382V

Operation Frequency

Voltage Range 108-264V

Frequency

140-220Hz

THD

50 - 60Hz

Dimmable 

<15%

Min Power Factor

0-10V Controllable

Crest Factor

0.95

Input Connection

<1.7

BTU Output

Relative Humidity

IP67 Wieland Plug 

Operation Temp.

2,770 btu

Socket Type

95% (Non-condensing)

Minimum Mounting Height

0 - 35°C / 32-95°F

K12x30s - / Style

1.2m / 4’



PPFD MAP

>=1000 762-1000 581-762 443-581 338-443 258-338 196-258 150-196 <150

Legend

4x4
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Clearance

Average PPFD

Max PPFD

Min PPFD

Median PPFD

Min/Average

1 ft / 12”

819.09 μmol/s/m2

2341 μmol/s/m2

178 μmol/s/m2

624.5 μmol/s/m2

21.73 %

Clearance

Average PPFD

Max PPFD

Min PPFD

Median PPFD

Min/Average

2 ft / 24”

821.44 μmol/s/m2

965 μmol/s/m2

629 μmol/s/m2

826.5 μmol/s/m2

76.57 %

To view more PPFD map distances please contact us

Clearance

Average PPFD

Max PPFD

Min PPFD

Median PPFD

Min/Average

3 ft / 36”

822.45 μmol/s/m2

883 μmol/s/m2

757 μmol/s/m2

819 μmol/s/m2

92.04 %

Clearance

Average PPFD

Max PPFD

Min PPFD

Median PPFD

Min/Average

4 ft / 48”

799.66 μmol/s/m2

829 μmol/s/m2

761 μmol/s/m2

805.5 μmol/s/m2

95.17 %

DE FIXTURE

630W


