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MATERIALS

ASSEMBLY

POWER

MACHINE WEIGHT

& DIMENSIONS

Encased in SAE 304 Stainless Steel
Aluminum & Other Food Grade Components 

Designed, Manufactured, & Assembled in the USA

Standard 110V | 0.8 HP Motor | Full-Load 5.2 Amps
5-1/2 ft. Cord Length

14" L x 17" H x 10" W
Approx. 35 lbs

SOFTWARE &

UPGRADES
Manual Control Panel

COMPLIANCE
UL-Listed Components
100% Food Grade (Clean & Safe to Use)

PAPER

COMPATIBILITY

Compatible with Industry Standard King Size 1
gram (109mm), 1-1/4 (98mm) size for 1/2 gram
(84mm) cones

VOLUME

CAPACITY
143 Pre-Roll Joints per Run

OPERATION

Fixed Leveling System
(Cones remain suspended in air inside
machine as to not damage of bend the
filters)

WARRANTY

& LIFE CYCLE

1-Year Parts & Labor Warranty
Motor 10 Year Life Cycle
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MINI-ROCKETBOX
TECHNICAL SPECIFICATIONS
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12” L x 8” W x 4.4” H 

Approx. 3.5 lbs.

MINI-ROCKETBOX™
WEIGHTS & MEASUREMENTS
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84 MM 

BOTTOM TRAY

12” L x 8” W x 5.3” H

Approx. 3.1 lbs.

98 MM 

BOTTOM TRAY

109 MM 

BOTTOM TRAY

12” L x 8” W x 5.3” H

Approx. 3.5 lbs.

TOP TRAY
12” L x 8.1” W x 1.4” H

Approx. 1.7 lbs.

12” L x 8” W x 1” H

Approx. 3.4 lbs.
FINISHING BASE

LOADING BOX

DURABLE CASE

12.8” L x 8.7” W x 6.4” H

Approx. 8.7 lbs.

24.3” L x 20” W x 14.4” H

Approx. 19.4 lbs.


