
DOUBLE BUCKER
Technical specifications

Dimensions
- Height 52.25”
- Width 61.5”
- Depth 32.25”
- Weight: 450 lb

Good Manufacturing Practices
- All The Components On The Double Bucker Are

Designed To Fit In A cGMP Compliant Workflow
- Motor utilizes FDA approved lubricant

Power requirements
- 110v
- Requires Dedicated 20Amp Circuit

   Cleaning
- Once Daily, Takes 15-20 min
- Stiff Brush and 70% Rubbing Alcohol
- Can be Power Washed

- Powder coat has FDA certification
- Neoprene rollers have FDA certification
- Stainless Steel Face Plate has FDA certification

Components
- Motor: 1 HP Lenze Gearmotor
- Control Box: NEMA 4/12/13. Dust and Water Resistant
- 25’ Industrial Grade Cord and Plug
- Hood: Powder Coated Steel
- Frame: Powder Coated Steel
- Face Plates: Stainless Steel
- Die Plates: Stainless Steel
- Rollers: Aluminum Hub With Neoprene Rollers
- Shafts: 1.25” Steel
- Couplers: Wrap Flex
- Bearings: Seal Master
- Wheels: 8” Swivel Lock Casters

 Price
- $32,500  + S&H

MUNCH Machine
Telephone: (541) 371-2825
Email: info@munchmachine.com
www.munchmachine.com

Warranty
- 5 Year Warranty On Any Manufacturer Defects
-  The Double Bucker is 100% serviceable
- All Parts In Stock


