
Range: Seasons
Colour: Recycled Driftwood
* Cavity Insulation Present
** Results are a guide only

NFD Acoustic 5.5mm SPC Hybrid
with 2mm rubber/cork acoustic underlay**

Ceiling 180mm
Concrete

200mm
Concrete

Thickness/Layers Lnw
Star Rating

Lnw
Star Rating

No Plaster Board 48


46


1 x 13mm Plaster Board*
(100mm Cavity suspended light steel grid 

with 450mm spacing)

42


40


1 x 13mm Plaster Board*
(200mm Cavity suspended light steel grid 

with 450mm spacing)

39


37


2 x 13mm Plaster Board*
(200mm Cavity suspended light steel grid 

with 450mm spacing)

37


35


NFD Acoustic 5.5mm SPC Hybrid
without underlay**

Ceiling 180mm
Concrete

200mm
Concrete

Thickness/Layers Lnw
Star Rating

Lnw
Star Rating

No Plaster Board 58


57


1 x 13mm Plaster Board*
(100mm Cavity suspended light steel grid 

with 450mm spacing)

52


51


1 x 13mm Plaster Board*
(200mm Cavity suspended light steel grid 

with 450mm spacing)

50


48


2 x 13mm Plaster Board*
(200mm Cavity suspended light steel grid 

with 450mm spacing)

48


46



