
1.  Included in this box are the the heating probe, the timer/plug 
connected by an 8 foot cord, a wrench and a threaded adapter. 

2.  Open the lid of your RinseKit and unscrew the drain plug by 
turning the knob counter-clockwise. 

3. Turn your RinseKit upside down and drain out the water. 

4.  Turn your RinseKit right side up and using just your fingers 
only, screw the heating probe into the drain plug hole by 
turning it clockwise. BE VERY CAREFUL NOT TO CROSS 
THREAD THE PLASTIC THREADS IN YOUR RINSEKIT. It’s 
helpful to push the top of the heating probe straight down 
into the threads and slowly turn the probe clockwise until 
the threads engage. Hold the timer and cord with your other 
hand to allow it to spin as you screw the heater into the 
RinseKit tank. If the heater is difficult to turn, then you’ve cross 
threaded it. DON’T FORCE IT. Back out the heater by turning it 
counter clockwise and try again. 

5.  Once you have the heater probe hand tight, then use the 
included wrench (27mm) to snug it firmly. 

6.  Fill your RinseKit as you normally would. If you have not filled 
it before, please refer to the instructions included with your 
RinseKit or go to FAQ tab on www.rinsekit.com to watch a 
video on how to fill your RinseKit. We recommend that you fill 
your RinseKit according to our instructions before using the 
heater. This will ensure that the heating probe is completely 
submerged. Turning the heater on while the RinseKit is empty 
could cause the heater to overheat and damage it. Once the 
heater is inserted into the drain hole, it is ok to leave the 
heater permanently installed in the RinseKit. 

7.  Put the RinseKit in your vehicle in a secure place where it will 
not tip over or hit you if you crash. 

8.  Plug the timer into the 12v power socket (cigarette lighter) of 
your vehicle and set the timer to either 30 minutes, 60 minutes 
or 90 minutes. 

A.  Press the button once for a 30 minute heating cycle.

B.  Press the button twice for a 60 minute heating cycle.

C.  Press the button three times for a 90 minute heating cycle. 

If you press the button 4 times, the heater will reset to OFF. 

The specific time light (30, 60 or 90 mins) will blink when the 
heater has been activated. The heater will then begin heating 
within 2 seconds after time has been selected.   

When the timer reaches the last 5 minutes of heating, the 5 
minute light will blink. Note: For every 30 minutes of time, the 
water will heat approximately 12 degrees Fahrenheit. 
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Vehicle power to the 12v power socket on some vehicles shuts 
off when the ignition key is turned off. To test your vehicle, 
watch to see if the LED light shuts off when you turn off your 
ignition key. If the light goes out, the heater will not activate 
as there is no power. If the 12v power socket in your car stays 
on when your key is turned off, then the heater will continue to 
heat while your car is parked. We do not recommend leaving the 
heater turned on for more than one hour, as it may wear down 
your car’s battery to where your car won’t start. 

WARNINGS: 
• Water temperature over 125° F can cause severe burns 

• Feel water before rinsing or showering 

• Children and elderly are at highest risk of being scalded 

• Do not cycle the timer for more than 90 minutes 

•  Keep timer/plug dry and clean to prevent corrosion which 
could result in power socket overheating 

WARRANTY
For warranty information, visit www.rinsekit.com/warranty. If 
you have any questions about our warranty or filing a claim, 
please contact us at info@rinsekit.com or call 800-613-5764.

EXPECTATIONS 
We want you to be very satisfied with your new RinseKit Hot 
Rod Heater. Below is an explanation of what to expect. 

Heating water requires a lot of energy and a 12v power socket 
can only supply 10 amps of power without blowing the fuse in 
your vehicle. We designed the heater to use 9 amps to heat the 
water as quickly as possible without blowing any fuses. 

APPROXIMATE HEATING TIMES
Heat water from 75° - 90° | 30 minutes

Heat water from 65° - 90° | 60 minutes

Heat water from 55° - 90° | 90 minutes

HEATING TIPS
You can always use RinseKit’s Hot Water Sink Adapter to fill 
your RinseKit with warm or hot water and then use the Hot Rod 
Heater to keep heating the water as you travel. 

Unless you are driving around when heating the water in your 
RinseKit, we recommend tipping or shaking the RinseKit every  
15 minutes to mix the water inside for even heating.

We are here to help, so please feel free to contact us if you  
have any questions by calling 1-800-613-5764 or emailing us  
at info@rinsekit.com

You can also get the answers to frequently asked questions on 
the FAQ tab on our website at www.rinsekit.com

TO VIEW ALL RINSEKIT PRODUCTS, VISIT OUR WEBSITE

WWW.RINSEKIT.COM
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