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UNDERSTANDING YOUR APPLIANCE 
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for how to use 
videos.



WHAT'S INCLUDED
 

Immersion Heater

12v Power Cord
(cigarette plug) 

Trailer Hitch 
Power Cord
(Not compatible with 
2015 & newer FORD)



TOP DISPLAY LIGHTS AND WHAT THEY MEAN
Only read the display panel when the heater is plugged in to a power source.

UNDERSTANDING 
THE IMMERSION HEATER

 

Water level sensor

Heater Plug

Threaded sleeve

Top display



 The trailer hitch plug is NOT compatible with 2015 
and newer Ford vehicles. 

 
The 12v plug will work with all vehicles.

IMPORTANT INFORMATION

The heater will heat as long as it is connected to a power source.
Unplug the 12v or trailer hitch plug from your vehicle when your
engine is off. Your battery will drain if the plug stays connected.

 

Only hold the heater by the top once it has been heated. Do not
touch stainless steel rod. It will remain extremely hot for several

minutes. You can leave the heater in your RinseKit as it cools down.

We recommend storing the heater in your RinseKit. There is no
need to remove the heater, other than to refill your PRO.

Do not connect the heater's 12v plug to the RinseKit PRO's 12v
socket. The battery in the PRO is not large enough to sustain

power to the heater.
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IMMERSION HEATER
How to Operate the 12v Plug

1 2

3

Remove the water tank cap and
fill the PRO with water.

 Insert the heater into the opening,
and begin tightening down the

threaded sleeve carefully, making
sure not to cross thread. 

DO NOT turn from the top display.

Connect the 12v plug into the
heater and your vehicle. Your car

MUST be running to avoid draining
the battery.

The heater's system light will stay
RED when heating. Once water has

reached max temperature of 110° F,
the system light will turn GREEN.

https://www.degreesymbol.net/


How to Operate the Trailer Hitch Plug
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Remove the water tank cap and
fill the PRO with water.

 Insert the heater into the opening,
and begin tightening down the

threaded sleeve carefully, making
sure to not cross thread. 

DO NOT turn from the top display.

Connect the trailer hitch plug into
the heater and your vehicle. Your
car MUST be on and your running
lights activated to avoid draining

the battery.

GREEN system light will show if running lights / headlights are
NOT ON. Once running lights are on, RED system light will

activate and heating will begin. 

The heater's system light will stay
RED when heating. Once water

has reached max temperature of
110° F, the system light will turn

GREEN.

RUNNING LIGHTS OR HEADLIGHTS MUST BE ON TO ACTIVATE HEATER

https://www.degreesymbol.net/


ADDITIONAL INFORMATION

The PRO must be filled at least
halfway with water; enough to

submerge the water level indicator.
Insufficient water will trigger the

BLUE “Add Water” light and GREEN
system light and the heater will

turn off.

If the RED warning light is on,
the system has overheated.

Unplug the heater, allow the rod
to cool, and remove it from

RinseKit. If water is too hot, add
cold water or allow time to cool.
*If this warning occurs more than once, please

contact customer support.

Avoid closing your truck's tailgate on the power cord or
submerging the power cords in water. Close the heater plug with

the waterproof cap when not in use.


