
FEATURESDIMENSIONS

LS-7516-B 
INDICATOR

FEATURES
Plastic Casing

LED or LCD display option

Multiple weighing units: (kg/lb)

General weighing: Gross/Tare/Zero

Multiple Hold functions (animal weighing, peak-hold,

manual-hold, auto-hold)

Overload / Underload indication

Print option

Only Prints with LS-25-T Thermal receipt printer

( Label papers also available )

Built-in rechargeable Battery

Low battery reminder

Automatic Power off (power saving mode)

2 port Indicator ( for weigh bars or 2 scales connection)

5 year warranty 

FEATURES
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LS-7516-B 
INDICATOR

FEATURES
Display: LCD or LED 1-inch x 6-digit numeric

Units: lb, kg (primary); oz, g (secondary)

Accuracy Class: 3000 e

Resolution: 120,000 dd industrial; 10,000 dd HB44

Excitation Voltage: 5V DC

Largest output current: 120 mA

Excitation circuit: 5 VDC, 4 wire connections

Load Cell: 6 load cells of 350 Ω maximum

Load Cell Excitation: 5 ± 0.5VDC

Zero stability error: TKspn < ± 6 ppm//K

Sensitivity (internal): 0.3 μV / d

Input voltage: -30 to +30mV DC

Power: 100~240VAC @ 50/60Hz

Power Consumption: 5W @9VDC

Operating Temp.: 14 °F to 104 °F (-10 °C to +40 °C)

Weight: 4.3 lbs (1.95 kg)

Internal Resolution: 24 bit A/D Sigma-Delta; 1,048,000 d

Display Resolution: 120,000 dd industrial; 10,000 dd HB44

Display Increment: Selectable 1, 2, 5, 10, 20, 50

Decimal Point: Selectable 0, 1, 2, 3, 4 decimal places

Conversion Rate: 12 samples/second typical 

Analog Signal Input Range: 1mV/V to 3mV/V

Analog Signal Sensitivity: 0.1 uV/graduation (min)

Measurement Rate: 0~15mV

Auto Zero Tracking: 0 - 5 dd increments

Auto Zero Delay: 0 - 3 second increments

Motion Detect: 1 - 10 dd

Motion Delay: 0 - 55 dd 

SPECIFICATIONS FEATURES
LED or LCD display option

Wireless capability

Thermal Ticket Printer

Label Printer

Zebra Label Printer

Remote Display

Stainless Steel Stand

Painted Mild Steel Stand

OPTIONS / ACCESSORIES
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