
V-Drive Boom Installation Instructions.
The Best Possible way to learn to ski, barefoot and wakeboard!

WARNING: 

WARNING: 

1. Read through all directions and warnings completely before installing this product.
Important: The Boom clamp must be installed on the non-tappered portion of the pylon.
Note: For the next step, if your boat has a retractable pylon you must pull up on the pylon and push the clamp body down into the 

vinyl of the sun deck. The clamp is rounded so it will not damage the vinyl on your boat. You can also cut a hole in a rag and slide 
it over the pylon before you install the clamp. This will help keep the clamp from rubbing on the vinyl. For questions on this, call 
us during normal business hours.

2. Attach the V-Drive boom clamp to the pylon using two bolts, washers, spacers, and three main clamp pieces (see illustration for 
details). Be sure you tighten the bolts evenly, only turning them a 
couple turns at a time and alternating between them. Don’t tighten 
the bolts completely because you will be adjusting the clamp in a 
later step.

3. Pin the inside section of the boom to the clamp using the quick 
release pin.

4. Slide the outside boom section into the inside boom section until 
the push pin snaps entirely into its hole.

Note: For the next step, the boom should be angled slightly up and 
forward.

5. Adjust the boom height so it will be positioned chest-high on an 
average height person when in use.

6. Have someone hold the boom in position at the desired angle. 
When it’s in a suitable position, finish tightening the bolts evenly 
and firmly.

CABLE CLAMP



V-Drive Boom Installation Instructions (continued).

7. Hook the carabineer on the cables to the boat’s trailer 
under-bow eye hook.

Note: For the next step, the cables must have no slack 
hanging down.

8. Pull any slack out of the cables until they are snug. Make 
sure the cable loop at the end is approximately 1½” - 2” in 
diameter. Tighten all 8 set screws on the cable clamp with 
provided allen wrench. Be sure you tighten them until they 
are extremely tight.

9. Slide the cable pad over the cables and connect loop 
strap through the carabineer. Tuck any excess cable back 
into the cable pad.

10. The last thing you need to do is attach a section of rope 
from the boom to the rear of the boat. This keeps the 
boom from recoiling forward when the skier falls off it. 
Make sure the rope runs tight up touching the gunnel (see 
illustration for details).

Boom Removal: Simply unhook the cables from the boat, 
remove the outside section, disconnect the rope from 
the rear of the boat, and remove the inside section using 
the quick release pin. The clamp can remain on the pylon 
while the boom is not being used.

Tips: 
1. To lower the boom for shorter skiers, use the Boom Height 

Adjuster (part # B107).
2. To help position the skier out of the spray from the boat, 

use the Boom Extension (part # B110).

U-BRACKET

U-BRACKET 

PLACEMENT

U-BRACKET 

PLACEMENT

OPTIONAL

3” or greater 

above vinyl

less than 3” 

above vinyl

SUPRA / MOOMBA 
RETRACTABLE PYLON

MALIBU 
RETRACTABLE PYLON

THE PLACEMENT OF THE V-DRIVE BOOM CLAMP IS DEPENDENT UPON THE PYLON YOU ARE MOUNTING IT TO. 

AT LEAST 3 INCHES OF A NON-TAPERED SURFACE WILL BE NEEDED TO ATTACH THE CLAMP BELOW THE TAPERED 

PORTION IF THERE IS LESS THAN 3 INCHES, THE CLAMP MUST BE MOUNTED HIGHER ON THE PYLON.
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