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Sensible listening tests 

When you decide to build this preamp, build two. 

That way you can use the second preamp as a vol-

ume controlled A/B switch to compare, variously, 

an expensive high end preamp (set to unity gain), 

this little preamp (also at unity gain) and a direct 

connection to the source. Listen to which of the two 

preamps’ output resembles the input signal most. 

You may find the expertience enlightening. 

 

Drawings 

Schematic 

1

U1/6A
LM4562

+VOP

-VOP

1
2
3
4

J1/7

XLR FH NEU

1
2
3

J6

JST-B3P-VH

D1

RS1D

D2

RS1D

D3

RS1D

D4

RS1D

R25

2R2

R27

2R2

C12
1000u

C14
1000u

R26

2R2

R28

2R2

C13
1000u

C15
1000u

IN
GND

SENGND
SENOUT

OUT

U4

HPR12

IN
GND

SENGND
SENOUT

OUT

U5

HNR12

C10
22u

C16
22u

GND
GND

+VOP

-VOP

U1/6B
LM4562

5

6
7

U2/7B
LM4562

8
4

U2/7A
LM4562

+VOP

-VOP

R2/30

1k

R13/40

1k

R3/31

1k

R14/41

1k
J4/10
Net tie

GND

R10/37

2M2
GND

C1/18
100p

C2/19
100p

GND

R5A/B

10k

R4/32

22R

R15/42

22R

1
2

K1A
12V

K1/2B

12V

K1/2C

12V

R1/29

100R

R9/36

100R

R6/33
47k

R12/39
47k

1
2
3
4

J3/9

XLR FH NEU

C3/20
100p

C5/22
100p

GND

R11/R38

100R

R18/R45

100R

+VOP

-VOP

R7/34
12k

R19/46

10k

R16/43
12k

C9/25
10u

C8/24
10u

GND

R22/49

10k

GND

R8/35
10k

R17/44
10k

J5/J11
Net tie

R20/47

220k

R23/50

220k
C7/23

10u

C4/21

10u

1

U3A
TL072

GND

1
2

K2A
12V

GND

1
2
3
4

J2/8

XLR MH NEU

GND

C26
22u

C28
22u

C27
22u

C29
22u

T3
BC846B

+VRAW

-VRAW

R54
2k2

R24
2k2

+VOP

-VOP

D6
BAS316

D8
BAS316

1

K3A
12V

K3B/C
12V

GND

S1

SPDT

GND

J12

Net tie

J13

Net tie

D5
18V

+VOP

GND

 

PCB, component placement 

 

PCB, top copper 

 


