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1. Hardware Overview

1 2 1.   Main Unit

2.   Status indicator LED

3.   Wi-Fi Antenna
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4. RJ12 Connector for Sensor Unit

5.  Audio Line In/MIC

6.  Micro SD Card Slot

7. RP-SMA Connector for Antenna
CAMLine In/MIC

7

6

9

8 10

5

4

11

8.  Ethernet Connector

9.  General I/O Terminal

10.  Power Connector

11.  Reset/WPS Button

1.1 Main Unit



1.  Sensor Unit for PLC-128

3.  Sensor Unit Cable

3. RJ12 Plug

4.  Cover for PLC-128

5.  Straight mounting bracket

6.  Angled mounting bracket
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1.2 PLC-128 Sensor Unit and Mounting Accessories
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1.  Sensor Unit for PLC-129

2.  Sensor Unit Cable

3.  Bracket for PLC-129

1.3 PLC-129 Sensor Unit and Mounting Accessories
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1.4 PLC-132 Sensor Unit and Mounting Accessories

1.  Sensor Unit for PLC-132

2.  Sensor Unit Cable

3.  Bracket

4.  Screw

5.  Mounting hole

6. RJ12 Plug

7.  Microphone
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Power connector

Connect to the included DC 12V power adapter.

Status Indicator LED

MicroSD Card Slot

Local storage for storing recorded images and videos. Adding a Micro SD to your

camera will allow you to record footage and motion alerts directly to memory card

for future review.

When the camera is powered on, the indicator LED shows a green light and then

quickly turns off which confirms the camera has started up correctly. When the

indicator LED shows a green light again, it then means the system has started

successfully. Note that the indicator LED flashes green during data transfer and

shows red for the WPS connection status.

UID Sticker on Main Unit

The UID is the unique identifier for the camera. You can scan the QR code on the

sticker using the iOS or Android app to add a camera.

UID:VNW5V15K6RY7J4VWC7W1

Password: admin

Reset / WPS Button

This button is used for both the WPS and Reset function.

To use the Reset function, push and hold the button for more than five seconds.

Note that all settings will be restored to factory default.

To use the WPS function, ensure the camera has started. ( The status Indicator

LED will show a constant green )

Press the WPS button located on your router and then press the WPS button on

the camera for one second within 60 seconds. While connecting, the Status

Indicator LED will flash red. Please wait until the camera reboot, then the Wi-Fi

connection will be established.

Tips: To learn how to set up the camera over Wi-Fi using WPS, please read

“ ” on the user manualAppendix G: Setting up the Camera over Wi-Fi using WPS

which can be accessed at www.phylink.com.
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Sensor Unit and Cable

The sensor unit and main unit are connected by a 6 meters (20 ft) cable which will

provide flexibility for remote location placement.

The sensor unit must be connected to the main unit, it can't work independently.

NOTICE

The sensor unit for PLC-128 is not designed for outdoor use. It may only be

installed indoors.

Mounting Accessories

PLC-128 includes various mounting brackets for quick and easy installation. The

sensor unit can be mounted flat or angled on any surface, using the angled

mounting bracket. The camera can also be mounted covertly behind a thin wall,

cupboard, door and etc. With miniature size design it enables easy integration

into any hidden place.

Digital I/O Terminals

Used to connect the wired alarm devices, such as PIR sensor, detector, siren, etc.

To learn more about Digital I/O, please read“Appendix G: Burglar Alarm System

integration with Digital I/O” on the user manual which can be accessed at

www.phylink.com.



2. Hardware Installation

Connecting the Sensor UnitSTEP1

Main Unit

Sensor Unit

NOTICE

2.1  Main Unit Installation

The Sensor Unit must be plugged into RJ12 connector on the Main Unit before it’s

powered on.

The Sensor Unit must be connected to the Main Unit, it can't work independently.

STEP2 Connecting Network and Power

Network cable

Power adaptor

Router

Connect the main unit to your router using the network cable. Using the included

power adaptor, plug one end into the Power Connector and plug the other end

into a power outlet.

Once connected and powered, the status indicator LED should illuminate a

constant green.

7



NOTICE

Please note that for initial setup, you need to connect the camera directly to your

router with a network cable. You cannot connect wirelessly to the camera without

first setting it up via a network cable.

You can set up the wireless via the App or web browser quickly. Instructions for

wireless setup are included later, inside this guide.

2.2  MicroSD card installation

The Micro SD card is not included in packages. Adding a Micro SD card to your

camera will allow you to record footage and motion alerts directly to the MicroSD

card for future review. The recorded files may be reviewed remotely on your

phone / computer when using Phylink app / software.

For a new SD card which has never been used or formatted, you can use the

camera’s format tool to format it. To learn how to format the SD card, please refer

to the related technical articles on the Phylink support website.

The camera only supports the FAT32 file system; other formats will not be

recognized. It is recommended to format the Micro SD card via the format tools.

You can download the format tools for FAT32 via the follows links:

http://www.phylink.com/downloads/download_file/tools/guiformat.zip

Or http://www.sdcard.org/downloads/index.html

NOTICE

The camera must be powered off before inserting the Micro SD card. The camera

will only recognize the card if inserted before startup. Every time the card is re-

inserted, you will need to turn the power off and then turn the power on again to

recognize the SD card.

To insert the micro SD card, follow these steps:

1. Power off the camera as applicable.

2. Hold the MicroSD card with the printed side facing upward and the  golden pins

facing toward the MicroSD slot.

3 Press the MicroSD card into the slot until you hear a click..

To learn more about MicroSD card installation and formatting, please refer to

" " in sectionHow to setup recording to MicroSD card Support - Technical Articles

from our technical support website.
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2.3  Mount the Wi-Fi antenna

If using a Wi-Fi Network connection, the provided external antenna must be

mounted to the RP-SMA connector on the main unit. Screw on the Wi-Fi antenna

in its place (clockwise), make sure it is finger tight.

Please keep the antenna vertical for better signal strength. Minimum signal

strength of 3 bars is required for video transmission. Please ensure the required

signal strength is available at the point of installation, prior to installing the

camera.

Wi-Fi Antenna

RP-SMA connector
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2.4  Sensor Unit Installation for PLC-128

The PLC-128 can be mounted in three different ways:

1.  Flat on any surface

2.  Angled on any surface using the angled fastening bracket

3.  Covertly, such as inside a thin wall, cupboard, door, etc.

2.4.1 Flat Surface Installation

STEP1

STEP2

Mount the sensor unit to the wall or ceiling, using screws and plugs appropriate

for the wall/ceiling material.

Snap on the cover.

21
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2.4.2 Angled Surface Installation

STEP1

STEP2

STEP3

STEP4

Mount the angled mounting bracket to the wall or ceiling. Ensure that

the bracket is pointing towards the area to be monitored.

Assemble the plate with the screw and align it so the arrows are

vertical or horizontal.

Install the Sensor Unit into the plate with the two screws.

Snap on the cover.

21
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2.4.3 Covert Installation

3

21

STEP1

STEP2

STEP3

Drill a hole with 3mm diameter in the wall or ceiling. If the material is

thicker than 1mm it may be necessary to expand the hole.

Pull off the protection on the adhesive and attach the straight

mounting bracket to the wall.

Insert the Sensor Unit into the bracket, and fix with the stop screw.

Ensure that the cone of the Sensor Unit is flush with the wall.
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2.5 Sensor Unit Installation for PLC-129

STEP1

Outdoor Indoor

Building wall

A roughly 12mm diameter hole
will be required for sensor unit
cable to pass through

The Sensor Unit for the PLC-129 is IP-67 rated and suitable for

outdoor use.

STEP2 Using your mobile device or computer, adjust the bracket to the

desire view.

You may adjust the bracket lock knob and screw by turning

counterclockwise. After adjusting the 2-Axis Bracket (X-Y Axis) to get

the desired viewing angle, tighten the lock knob and screw by turning

it clockwise.

Sensor Unit

2-Axis Bracket

Lock knob

Screw



2.6 Sensor Unit Installation for PLC-132

STEP1

Outdoor Indoor

Building wall

A roughly 12mm diameter hole
will be required for sensor unit
cable to pass through

The Sensor Unit for the PLC-132 is IP-66 rated and suitable for

outdoor use.

STEP2
Drill a hole into the wall or ceiling.

Then mount the bracket and camera with supplied screws.

Adjust the bracket to the desire view and then tighten the screws on

mount bracket.

Screw

Sensor Unit

Bracket

Mounting hole

14



3. Quick installation for iOS device

STEP1

Get the free app from App Store.PHYCAM

Start the app and the "My Camera" screen will appear.

Ensure the camera is powered up and connected to

your router using the included ethernet cable.

Press “ ” button to add a new camera.Add

If the camera is located on the same local network as your iPhone/iPad, the

camera’s UID will show up on the “ " screen. Click on camera's UID andAdd Camera

go to the next step.

OPTION 1 Scan the camera’s UID

To add a camera to the app, you can click “ ” button to scan theQRCode

camera’s UID from the sticker on the main unit.

Manually type the UID (Add the camera remotely)OPTION 2

If the camera is not located on the same local network as your iPhone, the app will

NOT find it. To add a camera to the app remotely, click “ ” button to type theAdd

"UID" manually from the UID sticker on the main unit.

Scan to download

App for iOS
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STEP2

Give the camera a name to help identify it if more than one camera is in use.

Enter the "Password". (The default Password is "admin" )

Press " " and the app will connect to the camera.Connect

Press " " to setup the camera to work over wireless. The camera willSetup WiFi

search for available Wi-Fi networks around it.

Press " " button and the camera will show up on the “ ” screen.Save My Camera

Note: You can skip the “Setup Wi-Fi” step and set the wireless later.

Instructions for wireless setup on Android device are included in 4. Setting up Wi-

Fi via iOS device section.
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Tap        symbol on the right side of the camera, the sliding menu will be displayed.

21
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STEP3

1.  Add camera

2.  View the app version

3.  Sliding menu

4.  Detect camera

5.  Edit Camera, change settings and password

6.  Audio mode

7.  Video mode
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And then go to > .Advanced Setting WiFi Networks

Tap the Edit Camera icon             from the sliding menu.

Tap        symbol on the right side of the camera, the sliding menu will be displayed.

4. Setting up Wi-Fi via iOS device

18



Select your network from the list. Type your Wi-Fi password and press “ ”buttonOK

to complete the Wi-Fi setup.

After a successful wireless setup, you can remove the network cable and the

camera should work through the wireless network after a short delay.

Press “ ” , then the camera will search for available Wi-Fi networksWiFi Networks

around it.
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5. Quick installation for Android device

STEP1

Get the free app from Google Play.PHYCAM

Start the app and the following screen will appear.

Press             to add a new camera.

If your camera is located on the same local network as your Android device, the

app can search for it.

Click the “ ” menu and the camera’s UID will shows up on theScan local network

" " screen. Click on camera’s UID to go to the next step.Search camera from LAN

Scan to download

App for Android
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STEP2

Enter the " ". ( The default Password is "admin". )Password

Give the camera a name to help identify it if more than one camera is in use.

( The default name is "Camera 0". )

Press " " button and a pop up tips window will say "Do you want to setup theOK

camera to work over WiFi now?".

Press "YES"  if you want to connect the camera to your router wirelessly.

Instructions for wireless setup on Android device are included in 6. Setting up Wi-

Fi via Android device section.

Press "NO" if you want to setup the wireless later.
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There are two optional methods to add a camera on the Android device.

Scan the camera UID using the mobile phone

Manually type UID (Add the camera remotely)

OPTION 1

You can click “ ” menu to scan the camera UID from the UID stickerScan QR code

on the main unit.

OPTION 2

If your camera is not located on the same local network as your Android device,

the app will NOT find the camera.

To add a camera to the app remotely, click the “ ” menu.Type UID and password

Type the "UID" manually from the UID sticker on the main unit.
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Tap        symbol on the right side of the camera,

the sliding menu will be displayed.

1.  Add camera

2.  View the app version and get support info

3.  Sliding menu

4.  Detect camera

5.  Edit Camera, change settings and password

6.  Motion detection enable and disable.

7.  Audio mode

8.  Video mode

STEP3
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1.  Quit live video mode

2.  View the recorded videos and photos

3.  Start recording / Stop recording

4.  Take a snapshot

5.  Enable or disable speaking to the camera

6.  Enable or disable receiving audio from camera
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6. Setting up Wi-Fi via Android device

And then go to > .Advanced Setting Wi-Fi Setting

Tap the Edit Camera icon            from the sliding menu.

Tap        symbol on the right side of the camera, the sliding menu will be displayed.

Press “Wi-Fi Setting” , then the camera will search for available Wi-Fi networks

around it.
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Select your wireless network from the list. Type in your Wi-Fi password and then

press "OK" to save the settings.

After a successful wireless setup, remove the network cable and the camera

should work through the wireless network after a short delay.
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7. Camera installation on PC or Mac

Phylink Camera Live is software which allows you to find and view your camera

from the Internet easily.

It is also a tool that can search for your camera within your local network.

You can further configure or view your camera via the most popular web browsers

such as FireFox, Internet Explorer, Microsoft Edge (Windows 10), Chrome and

Safari.

Phylink Camera Live is provided on the included CD, or you can download it from

our technical support website, for both the Windows and Mac OS.

http://phylink.com/downloads/index.htm#Software

For setup on Windows, insert the provided installation CD into computer's CD-

ROM drive and the installation window will  appear.

Click on the " " button and follow the setup wizard to completeInstall Camera Live

the software installation.

Tips:

If the Installation CD program does not start automatically open the CD-ROM

drive and double click on"autorun".

For Mac OS, please install the “Camera Live for Mac” from this Installation CD.

Or download it from the Downloads section on our technical support website.

http://phylink.com/downloads/index.htm#Software

7.1  Camera Setup on PC/Mac
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7.2  Accessing the camera using Camera Live

Phylink provides two accessing methods for different users: peer to peer and

TCP/HTTP. The easier method is to use the P2P option to access the camera.

When you access the camera using the Camera Live software on PC/Mac, the peer

to peer connection will  be established automatically. P2P connection does not

require the camera to get a public IP address and port or any complicated settings

such as IP address, port forwarding and DDNS. You only need to type the

UID/Password and the video can be displayed.

STEP1

Start the Camera Live software and click the “+” icon to add a camera.

A pop-up window will appear as below.

Camera Mul�live Video Album Setup

OK Cancel

Discover

User name

Password

UID

Add Camera

Name
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Click " " button and the program will automatically search for an availableDiscover

camera within your local network. Select the camera UID from the list and click

OK.

Select Camera

OK Cancel

EVUSJD78JDGHNVBWW76   (PLC-223PW)

T5M5TN7U67A4VW87FJ2M   (PLC-335PW)

T7S5TH5K2BYRS5BW87Z1   (PLC-325PW)

SDS515A6FW5BC7X1UYSU (PLC-233PW)

NOTICE

If the camera is not located at the same local network as your computer, the

Camera Live program will be unable to find the camera using the discovery

function. In this case you can manually type the camera’s UID from the sticker on

the main unit to add a camera remotely.

Enter the : The default user name is admin.User name

Enter the : The default password is admin.Password

And then enter a name for your camera

(call it whatever you want).

Click when done.OK

STEP2

OK Cancel

Discover

User name

Password

UID

Add Camera

Name

C3S998FY5G639HPGU7T1

Camera

admin
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At the lower left corner of camera preview,  there is a chain icon which is used to

indicate camera’s connection status.

STEP3

Camera

C3S998FY5G639HPGU7T1

This icon indicates that the camera is online and a connection is established.

This icon indicates that  the camera is disconnected.

If the chain icon stays red when attempting to connect, please check the

UID and password that you typed.

Both the default user name and password is admin, all are lowercase

letters.

Also check the camera’s hardware connections according to the Hardware

Installation section.

Check your Internet connection.

After a few minutes the red chain icon will turn green, which indicates that the

camera is online and connection is established. If your settings are all correct you

should now be viewing the live video from the camera.

Click on ”play” button or double click on the camera preview for live viewing.
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Camera Multilive Video Album Setup

1920x1080 8FPS 1.3Mbps

Tip: How to AccessTo learn more about Camera Live software, please refer to "

the camera using Camera Live" in Support - Technical Articles section from Phylink

technical support website.
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8. Accessing the camera via web browser

This chapter shows how to search for the camera at your local network and log in

to the camera via browser on your computer. If you like to access the camera

through the browser and have some background knowledge of the network, the

Phylink camera can be accessed from most popular web browsers. This accessing

method is base on IP/TCP/HTTP protocols.

Camera Live software is a tool that can find (search for) your camera’s IP address

on your local network.

You can further configure and view your camera via a web browser.

Start the Camera Live and click on          icon from the main toolbar.

Click the " " button, the program should automatically find the camera inSearch

your local network.

STEP1

Make sure that your computer is located on the same local network as your camera.

Tip: Sometimes the program may take a few minutes to find your camera, so if

your camera isn’t displayed, wait a few moments before clicking “ ” buttonSearch

again.
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Select the camera from the camera list and it will be highlighted.

Click the " " button and that will open the camera's in yourBrowser Homepage

default browser.

NOTICE

If you need to configure the camera’s IP address, select the camera from list and

click the “ ” button at the lower right corner of the window.IP Config

We don't recommend users to set the camera to a static IP. For most routers,

DHCP is enabled by default to assign a local IP address to the network camera.

STEP2

To learn how to setup the TCP/IP settings of the camera before you connect to it,

please refer to “ ” onAppendix E: Manually entering TCP/IP Settings for a Camera

the user manual which can be accessed at www.phylink.com.

PLC-128PW

Covert Network Camera

720P

Click the " " button to view the live video.Live Video

Click the " " button to setup your camera with its various settings.Setting

When prompted for authentication in browser, use the following information.

User Name: admin  ( The default user name is "admin". )

Password: admin  ( The default password is "admin" )
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Tips:

1. If the Camera Live software cannot search for the camera, please check the

camera’s hardware connections in the chapter of .Hardware Installation

2. Phylink Camera Live can only search for a camera within your local network.

That means your computer and your camera need to be connected to the same

network router at your home or office.

3. Please note that browser itself does not support video decoding and playback, it

needs to install a plug-in player.

To play the live video of camera, the web browser needs to install the flash player

plug-ins for Chrome and Safari or ActiveX Control for Internet Explorer.

If you are trying to view the camera for the first time using Internet Explorer, your

browser may prompt you to install or allow an "ActiveX Control".

If you are trying to view the camera for the first time using Chrome or Firefox, your

browser will prompt you to install or allow the “Adobe Flash Plug-in”.

4. To access the camera via the browser remotely, you have to know your camera's

URL address. You can log in to the camera on the local network and go to >Setting

System. On the system information page you can find the Internet URL of the

camera. You can type this URL into your browser and access the camera remotely.

5. To learn more about accessing the camera from a browser, please refer to "How

to access camera from web browser Support - Technical Articles" in section from

our technical support website.
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9. Wireless setup via web browser

The Phylink camera can work in either wired or wireless mode. After a successful

wireless setup, unplug the Ethernet cable, the camera will work through the

wireless network with the router. Please note that if you have already set up the

wireless connection via the iOS or Android device , you can skip this step.

After logging in to the camera via the browser, click "Setting" button on homepage

to configure the camera.

Browse to > menu and the following screen will appear.Network Wireless Setup

STEP1

Do NOT type anything in the SSID field. Instead, click the " " button soSearch...

that the camera can search for the available Wi-Fi networks around it.
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Select your Wi-Fi network from the list and click " ".OK

Check that your network name has now been filled into the SSID field.

Do NOT change any of the settings ( SSID, Mode, security mode, Encryption type ).

Enter the " ".WPA Key

STEP2

Tip: WPA Key is also known as the wireless key or password and they are case

sensitive. Most likely your wireless network was set up with a password. If you

don’t remember it, you can check your router’s wireless setup menu or ask the

person who set up your wireless network.

Click the " " button and "Wireless setup accepted successfully" message willApply

be displayed.
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Now you should click the " " button to check if all the information about theTest

wireless was entered correctly.

If the test reports "Wireless Test Successful" you can remove the network cable

and the camera should work through wireless network after a short delay.

STEP3

Tips:

1. Please note that as long as the cable is still attached, the camera's System page

will show " No wireless connection"  since you are still using the wired network

and only one network can be active.

After unplugging the Ethernet cable, system page shows "No Ethernet connection"

since the camera is connected to router with wireless connection.

2. This camera can be setup through a WPS connection if your router supports this

function. To connect to your camera to router through WPS, press the WPS

button on your router and then press the WPS button on  the camera. This will

establish the connection. To learn how to set up the camera over Wi-Fi using WPS,

please read “ ” on theSetting up the Camera over Wi-Fi using WPSAppendix G:

user manual which can be accessed at www.phylink.com.
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For more advanced settings, (such as Record, Task Management, Motion

Detection, Alarm Action, Video Quality and more) please read the User Manual on

the installation CD included with this package or download it from the Phylink

support website - phylink.com/downloads

10. Technical Support

If you have purchased Phylink product, you are eligible for priority email based

technical support. We are always glad to help, however we ask that you read the

Quick Guide or User Manual first.

View also Technical Articles and Troubleshooting Guide matching your problems

from the support section on our website. In most cases the problems you

encounter can find the answers and the corresponding solutions.

We address most support inquiries through email. One of our qualified technicians

will help you as quickly as possible. Most issues can be resolved much quicker by

email than by phone.

If you are totally stuck, we can make an appointment for tech support tutorial via

one-on-one telephone.

Can I speak to someone?

Chat with us

purechat.me/phylink

If you have any questions regarding the installation and use of the camera, please

write to us and we will be glad to assist you.

To get the fastest answers to your questions, please try to Chat with us.

Phylink support team has better knowledge about network technology and IP

camera products. Our engineer and customer service team will try their best to

reply you in 24 hours. Any questions please send email to ,support@phylink.com

we promise to our customers that we will deal with emails within 24 hours after

receiving them.
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Technical Support

INFORMATION & LINKS

User Manual

To download the User Manual,

visit phylink.com/downloads

To view our Product Support Center, visit phylink.com/support

Troubleshooting

View Troubleshooting Guide matching your problems from the support section on

our website. In most cases the problems you encounter can find the answers and

the corresponding solutions.

Visit phylink.com/support/troubleshoot.htm

LiveChat

https://purechat.me/phylink

Warranty Registration

Activating your product warranty is the most effective way to keep track of your

product models and purchase dates, and provides you with access to Technical

Support and Customer Service assistance.

You can register a warranty to get one year warranty and replacement service.

Please read Warranty & Return Terms from phylink.com/support/warranty.htm

Welcome to contact us. We provide 24/7 online service for you.

To contact our customer service team, please email at

support@phylink.com

Skype

We can also contact online via Skype ID: Phylink

Firmware Upgrade

You can download the latest version to upgrade your camera from

phylink.com/downloads (Select Downloads > Firmware )
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