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Installation Instructions 
OVA / VENUS / BLOSSOM  
 

120V ǀ 1 x E26 LED 15W MAX 
Suggested: A19 Frosted ǀ > 90 CRI  ǀ 3000K ǀ Dimmable 
 

  
 

 

 

CAUTION RISK OF FIRE - This product must be installed 
in accordance with the applicable installation code by a 
person familiar with the construction and operation of 

the product and the hazards involved.  

 

 
Safety Procedures 
1. This is not a children’s toy and should not be used in any other manner than 

described throughout this user guide. 
2. Always turn electrical power off at the electrical service panel of the household 

before handling electrical wires. Keep electrical power turned off throughout the 
entire installation process. 

3. This product is for indoor use only excluding any wet areas. 
4. Do not install this product near flammables or near sensitive objects. 
5. Do not try to repair the product if any electrical or mechanical components are in 

any way broken, not as expected or malfunctioning. Contact Uplight Group service 
or a qualified electrician. 

 
WARNING: Ignoring any of the safety instructions above or deviating from any of 
the steps in the installation or maintenance may result in a risk of fire or electrical 

shock. You are advised to contact a qualified electrician for these procedures. 
 
Electrical Installation 
1. Before installing turn off the power to the electrical box 
2. Remove the mounting bracket from the canopy cover by removing the side screws 

(do not throw away screws). Fix mounting bracket to the electrical box using two 
suitable screws (not provided). 

3. Adjust the fixture height by loosening the strain relief on the canopy cover and 
pulling the cable to the desired height. When the desired height is achieved, 
tighten the strain relief. 

4. Leave 6" of the cord behind the canopy for power connections. Cut the excess 
cord. Connect the wire from the ceiling outlet to the matching wires (colors) of the 
canopy cord set using the supplied wire connectors. Insert both wires and turn wire 
connectors clockwise until the wires are secured. 

5. Connect the fixture ground wire to a suitable ground in accordance with local 
electrical codes. Place all wires and wire nut connections properly inside the 
canopy. 

6. Re-position the cover into the mounting bracket and secure it using the same 
screws that were previously holding them together. Make sure that no wires are 
protruding from the cover and that there is no strain on any of the cables and/or 
connections. 

 
Shade and Light Bulb Installation 
1. Unscrew the bottom washer from the threaded socket. Insert the threaded socket 

into the round opening of the metal frame. Secure the socket in the metal frame by 
screwing on the bottom washer. 

2. Screw in the light bulb (not included) in the socket. Only use: E26 LED 15W MAX. 
 
Maintenance Information 
1. Clean shade only with compressed air, dry cloth or dusting brush. Do not use 

abrasive cleaners or any chemicals. 

 
 
 
 

 
 
 
 

 


