
Durable surface treatment protection for wood, cork and stone in the interior, especially 
for flooring and furniture. Hard Wax Oil -pure solid- is made by melting Carnauba Wax and 
colophonium resin into a mixture of linseed oil and tung oil. Linseed oil ensures a deep 
penetration of even the smallest wood pores thanks to a small molecule size and a long 
processing time.  The contingent of solid bodies is 100 % (“pure solid"). This means that 
the product does not contain water or solvents, but is solely made from natural oils, resins 
and waxes.  

Ingredients: Linseed oil, carnauba wax, tung oil, linseed oil -stand oil, tung oil - stand oil, 
colophonium glycerine ester, lead-free drying agents.

Unearthed offers a wide selection of premium natural paints, plasters, and wood finishes 

that are environmentally responsible and free of toxins and petroleum-based products.  
All of the products we sell are 100% VOC-free.  Our wall finishes create naturally harmoni-
ous interior spaces, with deep, vivid colors straight out of nature.

Hard Wax Oil - 2,5 Liter

Art. 01502

- Free of solvents and water, very high yielding
- Breathable, antistatic
- Silky-matte, appealing to touch, "warm" surface
- Easy to apply, easy to repair
- Excellent permeation
- Suitable for the treatment of toys (in accordance
  to DIN EN 71, part 3)
- Does not tear or become brittle
- Durable, dirt- and water repellent
- Transparent, honey tinge
- Emphasizes the color of the wood
- Long "open" processing time
- Not suitable for humid rooms

Buy this package and protect 

420 square feet of rain forest



SUITABLE TOOLS
Short-piled rolls or brushes.  For large surfaces: 
floor machines with soft pads.

USAGE
The surface must be untreated, clean, dry, free of 
grease, chemically neutral and absorbent. Room 
temperature during application must be at least 
50° F.  To ensure a uniform finish, always check the 
batch numbers and be sure to mix packages of 
different batch numbers before application.  

Prior to application on your surface, the suitability 
of this product should be tested on a small, 
inconspicuous area.

Hard Wax Oil must not be poured onto the 
surfaces!!!  Material soaked in drying oils 
can self-ignite! Pouring Hard Wax Oil can 
allow the oil to soak into underlying 
insulation, which may result in fire.  Pouring 
will also result in a poor finish quality.  

1. Preparations
Cover all surfaces that are not to be treated.  Clean 
and sand (grit 120 - grit 180) untreated wood, 
round off edges and remove dust.

2. Sequence of Coatings
Most surfaces will only require one coat of 
Unearthed Hard Wax Oil.  Wood that is very 
absorbent should be coated twice.  Sanding might 
be necessary before application of the second 
layer.

IMPORTANT: Thoroughly remove all excess oil 
when polishing the surface, as excessive oil may 
lead to glossy, sticky spots.  Unearthed Hard Wax 
Oil -pure solid- should permeate completely into 
the wood and must not form a layer on the wood.

Manual Application
Apply Unearthed Hard Wax Oil -pure solid- evenly 
with a short-piled roll, with a cloth or a paint brush.  
After a waiting time of approx. 20 - 30 minutes (at 
68ºF.), polish the whole surface thoroughly with a 
dry, lint-free cloth until the treated surface shows 
an even, semi-gloss appearance.

Machine Application
Apply Unearthed Hard Wax Oil -pure solid- with a 
short-piled roll, work evenly into the wood after
approx. 10 - 45 minutes with a soft pad, then 
polish the whole surface thoroughly until the 
treated surface shows an even, semi-gloss 
appearance.  Thoroughly remove all surpluses 
when polishing the surface, they could lead to 
glossy, sticky spots.  Unearthed Hard Wax Oil -pure 
solid- should permeate completely into the wood 
and must not form a layer on the wood.

3. Intermediate Sanding (optional)
An intermediate sanding is only necessary if wood 
fibers have erected after the first coating and the 
surface is rough after drying.  Intermediate 
sanding with sand paper grit 180 - grit 220 the 
direction of the fibers.  Dedust thoroughly after sanding.
4. Wax Treatment

To increase gloss, a treatment with Unearthed 
Carnauba Wax Emulsion is possible after waiting 
at least 48 hours.  Dilute the emulsion at a ratio 
of 1 : 1 with water, apply thin and evenly, let dry 
and polish.

DRYING TIMES
Drying times vary with temperature and 
humidity.  Dry and safe to overwork with the 
same product after 24 hours at 68ºF at 60 % 
relative humidity.  High humidity, coldness, 
surfaces containing tannin (oak etc.) and too 
thick layers can increase the drying time 
significantly.
The hardening process takes approx. 4 weeks.  
During this hardening process, the surfaces 
should be treated gently.

CLEANING OF TOOLS
Clean tools immediately after use with a 
turpentine oil, then rinse with warm, soapy 
water.

YIELD
Yield will vary based on surface absorbency.  One 
liter yields about 140sqft to 220sqft per coat.
Accurate consumption values to be determined 
on site.

STORAGE
If stored above freezing and sealed airtight, the 
product can be kept for at least 2 years.

DISPOSAL OF UNUSED HARD WAX OIL
Do not dispose of residues into the sewage 
system.  Keep product remainders sealed airtight 
and use up later.  Dried residues can be disposed 
of with normal household litter, in accordance 
with all laws and regulations.  Please recycle 
empty containers.  Because of the risk of fire, 
take care when disposing of clothes or 
other materials that are soaked in Hard 
Wax Oil.  Do not throw them in the garbage 
without taking proper precautions- 
material containing Hard Wax Oil can 
self-ignite!  

NOTES
Discoloring may occur in areas with low natural 
light.  With drying of natural oil products a typical
smell may be present, however, this will 
disappear after a while.  Iron filings on the 
surface which are not removed can lead to 
discolouring when painted over with Hard Wax 
Oil.

CLEANING AND CARE
- Sweep/vacuum clean only with a soft broom or 
a vacuum cleaner with extended floor brush.
- Never use hot water for wiping, only use luke 
warm water.
- Only wipe damp moist.
- Use only soft (cotton) wipes.
- Do not use microfiber cloths or pads as they will 
wear away the oil.
- Remove liquid stains immediately, do not let 
them dry.
- Care/reconditioning with Carnauba Wax 

Emulsion in the cleaning water.
- Cleaning with sparingly dosed natural soap only 
when necessary.

SAFETY ADVICE
Cloths containing drying oils can self-ignite!  
Let drenched cloths dry outside or keep 
them in a closed, fire-proof container (glass 
or tin can).  Ensure that Hard Wax Oil does 
not come into contact with porous or 
absorbent insulation materials like 
expanded clay or cellulose insulation
during application.  There is also danger of 
self-ignition!  Hard Wax Oil must not be 
poured onto the surfaces!!!

Keep out of reach of children.  Consider possible 
allergies to natural substances and read ingredient 
list to ensure that you are not allergic to any 
ingredients.

Many homes and other buildings built before 1978 
have lead-based paint.  Lead is toxic and must be 
carefully removed by someone who is knowledge-
able about correct removal techniques.  Removing 
old lead paint may release toxic lead dust that can 
cause serious illness.  Please consult the National 
Lead Information Hotline at 1-880-424-LEAD or 
visit the EPA’s website at www.epa.gov/lead if you 
suspect your paint contains lead before 
attempting renovations.

Prior to application, please refer to complete 
instructions and application tips at
www.unearthedpaints.com/applicationhelp or 
scan the qr code below. 

Made in Germany
Distributed by Zeitgeist Products, LLC
Louisville, Colorado

www.unearthedpaints.com


