
Instructions for: 

• Four Corner Bag
• Sewing Your Own Bag
• Leather Handle Kit



Four Corner Bag
Prepping Your Bag
• Turn the bag inside-out 
and wash on any setting. 
The linen is very durable.

• Air dry or tumble dry.
• Trim excess threads, 
creating a fringe along 
each edge of bag. You 
will have fewer or no 
threads to trim with 
subsequent washings.





Sewing Your Own Bag
Use any fabric to make your own bag
Note: The instructions are for raw edges and exposed 
seams (on right side). If you prefer a more finished look, 
use the below measurements, but hem and finish as 
desired.

Materials:
For sizes: small (med, large)
20 (24, 28)” square piece of fabric.

Numbers in parentheses refer to each of three sizes; follow 
the one for size you are making.



Stay stitch around 
entire piece of fabric 
at approx ¼”/6 mm 
in from edge.

On each side of 
square, find center 
(red dot in photo). 
Mark points 4 (5, 6)” 
either side of the 
center (red lines in 
photo).  Repeat for 
each of 4 edges.



For each edge, fold at center line with Right Side facing 
out. Sew from center to the marks created in previous step 
at 4 (5, 6)" creating approx ½"/12 mm exterior seam.

Repeat for each side edge; 4 seams total. Photo at right 
illustrates 2 of 4 seams completed.

Attach leather handles per instructions.
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Leather Handle Kit
How to attach 
your leather handles



Your Leather Handle Kit 
contains the following pieces:
• Two leather straps
• Four leather washers
• Four leather cords



Lay leather handle on any 
corner on the outside of the 
linen bag so the top hole is 
approximately 1”/2.5 cm from 
top of point.



Use a blunt, pointed object 
such as a US 2/2.75 mm 
knitting needle, tapestry 
needle or small cable 
needle. Push needle through 
hole in leather, then holding 
fabric taut, wiggle it through 
the fabric, working the 
needle through the weave 
without ripping fabric.



Continue with 
needle through 
one hole of 
leather washer, 
placing washer 
with right side 
facing out. 
Withdraw the 
needle, keeping 
holes aligned.

Thread leather 
cord through the 
hole you have 
created, from 
the front of the 
handle, through 
the fabric and 
hole of washer.



Now repeat the 
process, working 
from the second 
hole of leather 
washer, through 
fabric, and out 
the front of the 
leather handle.

Adjust the 
cord so the 
ends are the 
same length.



Work a square 
knot with cord 
ends: left cord 
over right, 
tighten; right 
cord over left, 
tighten.

Move to the 
next corner 
over and 
repeat the 
above steps 
for the other 
end of same 
leather handle.



Repeat entire 
process for second 
leather handle.
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