High Frequency Of f Grid Solar Inverter
RBH Series ( 5KW-10KW )

I Features

» Rated power : 5KW —10KW

Specification Data

RBH-5000 RBH-6000 RBH-7000 RBH-8000 RBH-10000
° Surge PR :10KW-20KW DC Voltage 12V or 24V or 36V or 48V or 60V or 72V or 96V or 110V
. . .
Pure sine wave solar inverter \F:oltage 10-15VDC or 21-30VDC or 30-45VDC or 42-60VDC or 50-75VDC or 60-90VDC or 75-115VDC or 90-135VDC
» DC/AC Volt LED Display - N""fe -
npu o Loa
« 4 outlets and a hardwire terminal I <dl9h <1A <1.2A mligs <2A
* Spark—proof design Efficiency >90%
Built=i ff start DC Connector Cables with Terminals
L ] —
=ia sefelt] s ittt AC Voltage 100/110/120VAC or 220/230/240VAC
* Built-in intelligent temperature control cooling fans :ontmuous 5000W 5000W 7000W S000W 10000W
« 9 Kinds of prtections Sl
. i L 5 Output Surge Power 1000W 12000W 14000W 16000W 20000W
» Wireless /wired remote monitoring (optional) Waveform Pure Sine Wave
* Compatible with various batteries on the market Erequency 50Hz or 60Hz
AC Regulation 3%
Low Voltage
Alarm 9.5-10.5V or 19.5-21.5V or 29.5-31.5V or 43-45V or 50.5-51.5V or 60.5-61.5V or 76-77V or 91-93V
i Low Voltage
I Introduction sh 9-10V or 18.5-20.5V or 29-30V or 41.5-42.5V or 50-51V or 60-61V or 74-76V or 90V
ut Down
High frequency pure sine wave inverter RBH Series 5KW-10KW, take full account of the needs of end customers,4 outlets and a hardwire terminal.Keep track of DC voltage and AC voltage in real time , . Over Load Shut Off Output
easily monitor power output with the intelligent LED display.Mainly for home and office applicances such as TVs, refrigerators, air conditioners, lights and computers etc Protection Over Voltage
. - . . . . . . . 15.5V or 30.5V or 45.5V or 61.5V or 75V or 90V or 115V or 135V
Have a full range of protection features ,Over voltage,Low voltage,Overload,Short circuit,Over heat,polarity reverse protection(fuses) and special spark—proof design, effectively improve product life. Shut Down
(o]
ver Shut Off Output Automatically
Thermal
= Y - Fuses Short Circuit
I Function Description I Solar system connection Working
Between-10"C and +50s°C
Temperature
. " Working
1.Status Indicator 9.Hot Wire Environment Humidity 20%~90%RH non-condensing
F . Storage
2.0n/off Switch 10.netrual Wire Between-10°C and +70°C
SOLAR PANELS lemperature
s Start
3.0utlets 11.Ground Wire . — ——
LAPTOP V\;, 9 Cooling Fan
. . ays
4.Air Vents 12.Cooling Fans -
INVERTER — Total
MPPT CHARGE CONTROLLER Others
. o LIGHTING Harmonic THD < 5%
5.DC Input LED Display  13.Battery Positive Input armor
ACOUTPUT | | ﬁ Distortion
6.AC Output LED Display 14.Battery Negative Input v o Carton
— Type
7.Grounding Screw 15.Spark-Proof v RBH 5000W 6000W 7000W 8000W 10000W
. . —F T 1
8.Hardwire Terminal Py prooucTsze | 500*280*161MM | 500*280*161MM | 600*280*161MM | 600*280*161MM | 600*280*161MM
12V/24V/36V/48V i Pack
Battery Bank NW 125KGS 127KGS 171KGS 172KGS 175KGS
G.wW 15KGS 15.1KGS 19KGS 19.2KGS 19.5KGS

12VDC Version

24-48VDC Version

Output Socket

Input panel

Output panel

Output panel




