
Advertising Poster System
AP Series Digital LED Poster Screen

PRODUCT DESCRIPTION

ENERGY SAVING

_______________________________

ULTRA SLIM DESIGN

EASY MAINTENANCEHIGH BRIGHTNESS

HD） HIGH-DEFINITION DISPLAY兮）W旧 WIRELESS CONTROL
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FEATURES

01 Features of our LED product-

33mm

Free-standing Floor Mounted Double Sided Version

Free-standing Floor Mounted

★Free-standing Floor Mounted
*High Resolution Display Performance
*Quick Installation & Fast Service
*AII In One Multi-media Solution
^Various Applications in Venues, Showroom, Education, Retail
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216mm

600mm



FEATURES

02 Features of our LED product-

★ Splicable by multiples
Multiples can be spliced together into a large display screen.The built-in controller can satisfy 
splicing of 1-6 units.If more than 6units require update the controller.

★ Creative Set-up

Synchronized playback of Video Content enables multiple Poster LED to be mounted in many 

different ways play a synchronized video across all.
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★ Synchronous or asynchronous controllable
Wi-Fi/cable connection available,   fast publishing via mobile phone App and PC.  
You can load the program through wifi/usb/Lan. 
HDMI input is also available if required. The built-in storage capacity supports almost all 
video and image formats.
This function is available for all the LED Poster Display product in this page.
 



The best Indoor LED Digital Poster

Model No. AP1751 AP2181 AP2591

Pixel Pitch 1.75mm 2.187mm 2.592mm

Module Size (mm) 280x210 280x 210 280x210

Module Resolution 160x 120 128 x 96 108x81

Full Screen Pixels (W x H) 320*1080 256*864 216*729

Module Arrangement (H xW ) 9x2 9x2 9x2

Display Size 1890mm x 560mm 1890mm x 560mm 1890mm x 560mm

Panel Dimension Size ( H x W x T ) 1902m mx 572mm x 33m m 1902mmx 572mm x 33mm 1902mmx 572mm x 33mm

Standard Panel Weight (Kg/m2) 《27 Kgs 《27 Kgs 《27 Kgs

Ref res h Rate 3840Hz 3840Hz 3840Hz

Brightness CD/m2 >800 nits >800 nits >800 nits

Scan Mode 1/40 1/32 1/27

Input Voltage VAC/Hz 100-240 50/60

Power Supply 5V/60A 2pcs 5V/60A 2pcs 5V/60A 2pcs

Max Power Comsumption W/Sqm 500 450 450

Ave. Power Comsumption W/Sqm 150 120 120

Viewing Angle (H x V) 160/160 degree

Operating Temperature (min/max) degC -10/+40

Panel Weight (Kg) 27

Number of Display Faces 1

Ingress Protection IP34

Maintenance Access Rear Internals

Packing Method Wooden Crate/ Flight Case
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01 Specification of Single-Side LED Poster



The best Indoor LED Digital Poster

Model No. AP1751AB AP2181AB AP2591AB

Pixel Pitch 1.75mm 2.187mm 2.592mm

Module Size (mm) 280x210 280x 210 280x210

Module Resolution 160x 120 128 x 96 108x81

Full Screen Pixels (W x H) 320*1080 x2 256*864 x2 216*729 x2

Module Arrangement (H xW ) 9x2 x2 9x2 x2 9x2 x2

Display Size 1890mm x 560mm x2 1890mm x 560mm x2 1890mm x 560mm x2

Panel Dimension Size ( H x W x T ) 1902m mx 572mm x 216m m 1902mmx 572mm x 216mm 1902mmx 572mm x216mm

Standard Panel Weight (Kg/m2) 《60 Kgs 《60 Kgs 《60 Kgs

Ref res h Rate 3840Hz 3840Hz 3840Hz

Brightness CD/m2 >800 nits >800 nits >800 nits

Scan Mode 1/40 1/32 1/27

Input Voltage VAC/Hz 100-240 50/60

Power Supply 5V/60A 4pcs 5V/60A 4pcs 5V/60A 4pcs

Max Power Comsumption W/Sqm 500 450 450

Ave. Power Comsumption W/Sqm 150 120 120

Viewing Angle (H x V) 160/160 degree

Operating Temperature (min/max) degC -10/+40

Panel Weight (Kg) 60

Number of Display Faces 1

Ingress Protection IP34

Maintenance Access Rear Internals

Packing Method Wooden Crate / Flight Case
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Specification of Dual-Side LED Poster02



Packing Method of LED Digital Poster

Way 1 : By Carton,  then by wooden case

Way 2 : By Airflight Case


