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PRODUCT SPECIFICATION
oClear Outdoor LED Mesh

KP Series：P3.91~P20

Version NO：V3

Release Date：2022-11-12
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Technical Features：

Introduction：
The LED outdoor grille screen adopts a modular

design, and the standard box size is 1000x500mm.

There are three standard pixel pitch specifications:

15.625x15.625, 15.625x31.25 and 31.25x31.25

(Other specifications and dimensions are available

custom made).

It has the characteristics of waterproof, transparent,

fast installation and convenient maintenance.

The LED grille screen can be processed by SMD or DIP (see Figure 1-01 for the lamp beads). After the lamp beads are pasted, they are treated

with glue and waterproof, and a protective mask is added (see Figure 1-03). The box structure is made of 6063 aluminum alloy after spraying

or anodizing process (Figure 1-02).

SMD LED

Fig.1-01

DIP LED

Fig. 1-02 Fig. 1-03
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产品尺寸图
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Schematic Diagram for Multi-screen Splicing

▼ Installation of Steel Frame

▼ Installation of Screens
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Technical standard
1. Appearance requirements:

1-1. The appearance of the profile is bright, intact without scratches; the lamp beads are evenly distributed, and

there are no shaking parts or falling off during assembly.

1-2. The structural size error is not more than ±1mm.

2. Test environment and basic parameters:

2-1. Working environment temperature: -20℃~50℃

2-2. Ambient relative humidity: L 90%RH

2-3. Working voltage: 220±5% / 170±5%

2-4. Working current: DC5V

3. Image technical requirements

3-1. Bright colors, real picture, clear and natural, high color reproduction.

3-2. The maximum resolution of video resolution: 1920x1080.

3-3. The brightness of each lamp bead is uniform, and there is no dead lamp and bump.

3-4. The imaging is clear and smooth, with distinct layers, stable image quality and no flickering phenomenon.

Fourth, aging requirements

4-1. Red, green, blue solid color detection, no color cast, no flickering.

4-2. The normal playback video is not less than 48 hours, and there is no adverse phenomenon.

5. Testing equipment

Pantone standard color card, grayscale comprehensive test chart, digital multimeter with an accuracy of ±0.5%,

vernier caliper with an accuracy of ±0.02mm, inspection tooling, high and low temperature humidity and heat test

box, light brightness detector.
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