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INCLUDED PARTS:

(13) 1” x 84” long  steel tubes (black)  

(1) 1” x 80” long steel tube (black) 

(1) 1” x 80” long steel tube w/ hole (black)

(2) 1” x 28” long steel tube (black)

(8) 3-Way connectors for 1” tube (black)

(4) Gate corner connectors for 1” tube (black)

(2) Male hinge for 1” tube (black)

(2) Female hinge for 1” tube (black)

(1) Gate Latch (black)

(33) ¼” stainless steel set screws

(1) Hex wrench for set screws

(1) 44” x 75’ roll black vinyl coated welded wire

(5) bag (100) zip ties (black)

(2) Tubing “T” Clamps
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1 ASSEMBLY OF THE BOTTOM FRAME

1A.  1a. Lay out (4)       3-Way tube connectors in a 
square with (4)       84” tubes between them where 
you want the Purrfect Catio to be located.

1B.  Connect tube A   to the 3-way fitting C. . The tubes 
should slide about 4 ½” into the fittings. If it does 
not seem to slide in far enough, turn the tube and 
push a bit harder.   Repeat until all 4 fittings are 
connected to the 4 tubes.

1C.  Thread set screws        into fittings (2X per fitting) 
where the tubes are inserted.  Tighten with the hex 
wrench      .

1D.  Slide an 84” tube      into each open vertical leg of 
the 3-way fittings      in the bottom frame.

    1E.  Thread set screws into the 
3-way fitting vertical legs and 
tighten with hex wrench.

1A

2 ASSEMBLY OF UPPER FRAME  (a step stool or ladder is recommended) 

2A.  Slide 3 way fittings       onto the vertical posts from 
Step 1D.

2B.  Slide an 84” tube       into one end of the horizontal 
3-way fitting. Then 

2C.  Move to the opposite side of the 84” in tube and 
slightly pull back the vertical 84” tube and slide 
the horizontal arm of the 3-way fitting onto the 
horizontal 84” tube.

2D.  Use a set screw to secure the 3-way fitting to the 
horizontal tube inserted in step 2B and the vertical 
tube. Repeat on the opposite side of the tube and 
3-way fitting from step 2C. 

2E.  Repeate steps 2A through 2D until you complete 
the frame assembly as pictured. 

At this time you should have a cube shaped frame and 
all tubes should be securely connected to their respec-
tive fittings with set screws.
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3 GATE ASSEMBLY

3A

F

G

D 3A.  Begin by inserting tube  D  (no hole in middle) into a 
corner fitting  G . Then Insert tube    F  into the other 
side of the fitting.

3B.  Secure the tubes to the fitting using a set screws and 
hex wrench. 

3C.  Repeat this process with corner fitting and the tubes as 
laid out in the diagram to the left. Be sure that hole on 
tube  E  points out (reference the diagram - the hole on 
tube  E   should be pointing toward you.)

At this time you should have a rectangle shaped gate frame 
fully assembled.
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4 CONNECTING GATE TO FRAME (a step stool or ladder is recommended)

4A.  Measure down approximately 12-14 inches from the 
top any vertical tube  D  . Unscrew the bolt off the male 
side of hinge  H  . Then, slide the male side of hinge  
H  over your chosen tube  A   with the flange pointing 
down. This will become your hinge post (gate will attach 
here and swing.) Choose your post based on where 
you would like the gate and which way you would like 
it to swing. The following instructions will show how to 
configure a right hand swing but you are free to reverse 
it and install it as a left hand swing door by mirroing the 
hinges on another vertical post  A  .

4B.  Once the male hinge is in place around the tube with 
the flange pointing down, you will insert the bolt you 
removed in step 4A from one side and secure it with the 
nut on the other.

4C.  Repeat steps 4A & 4B for the lower male hinge measur-
ing this time from the bottom for placement instead of 
the top. The only variation is the flange for the lower 
male hinge points up instead of down.

4D.  Remove the nut and bolt from the female side of hinge  
H  . Slide the female side of the hinge over tube  D  .

4E.  Insert bolt through female hinge and screw nut onto the 
opposite side. Leave the nut loose so you can slide the 
femal hinge up and down the vertical tube  D  easily.
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4 CONNECTING GATE TO FRAME (CONTINUED) (a step stool or ladder is recommended) 

Bottom

Top

4F

4H

4G 4F.  Position the gate inside the frame 
as shown in the diagram. Slide 
the female hinges on tube  D  so 
they are between the secured 
male hinges on the vertical tube  
A  .

4G.  Push the lower female hinge 
down and slide it over the male 
flange. Note that there should 
be a gap of approximately 1 inch 
on the top and bottom between 
the gate and the frame of the 
Playhouse. Tigten the nut on the 
lower female hinge to hold the 
gate in place.

4H.  Push the upper female hinge up and slide it over the male flange. Note that 
there should be a gap of approximately 1 inch on the top and bottom between 
the gate and the frame of the Playhouse. Tigten the nut on the upper female 
hinge to hold the gate in place.

4H.  Check to ensure the gap between the gate frame and the Playhouse frame are 
the same on top and bottom (centered vertically). Adjust hinges as necessary. 
Once in place, tighten all nuts on both male and female sides of the hinge.

4I.  At this point you should have a frame with gate attached as shown in diagram 4I.

4I

A

D



INSTALLATION INSTRUCTIONS: 
PURRFECT PLAYHOUSE

PAGE
6/8

5 LATCH POST ASSEMBLY (a step stool or ladder is recommended) 

5B 5A.  Prepare the latch for installation on tube on gate 
tube  E  by removing the nut, washers, and bolt 
from the latch. Installation point will be at the 
hole centered on the gate tube as shown.

5B.  Assemble the latch in the order shown in the 
diagram and hand tighten. Note that the plastic 
clear washers are to be between the latch and the 
tube.

5C.  Diagram to show the position and orientation of 
the latch.

5D.  Diagram to show the latch in the open position. 
You can hold in this position temporarily by using 
a zip tie for the next steps.

5E.  Remove the bolt and nut from the T Clamp  B  . 
Take each side of the the clamp and put them 
over the horizontal lower tube next to the gate as 
shown. Slide the bolt through the front as shown 
and hold the clamp loosley in place by tightening 
the nut against the washer.

5F.  Insert the last remaining vertical tube  A  into the 
top of the loosely fit T clamp  B  . Once tube A is in-
serted fully, tighten both nuts to hold the vertical 
tub in place but so the T clamb  B  is able to be slid 
left or right.

5G.  Remove the bolt and nut from the remaing 
T Clamp  B  . Take each side of the the clamp 
and put them over the horizontal upper 
tube next to the gate as shown. Position to 
clamp the horizontal tube and also hold the 
vertical tube in place. Slide the bolt through 
the front as shown and hold the clamp loos-
ley in place by tightening the nut against 
the washer. Leave enough play so the clamp 
can move left or right.
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5 LATCH POST ASSEMBLY (CONTINUED) (a step stool or ladder is recommended) 

5H.  Slide the vertical tube  
A  left until tube  A   is 
between the padlock 
holes and the metal 
spacer as shown in 
diagram 5I. Position 
the tube so that it is 
not touching the metal 
spacer as shown.

Once in position 
tighten the nuts on 
the upper and lower T 
clamps  B  from steps 
5E-5G.

At this point you should 
have the entire frame, 
gate, hinge, and latch 
fully assembled as 
shown in diagram 5J.
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6 COVER FRAME IN WELDED WIRE (a step stool or ladder is recommended) 

A

6A.  Measure and cut (2) sections of 44” tall welded wire 
mesh  M   to 86” in length.  

6B.  On a flat surface at least 8ft x 8ft square, lay the two 
sections for mesh side by side.  Make them overlap one 
square of mesh along the long edge.  Secure that overlap 
with zip ties on both edges of the overlap at every 3rd 
square (every 3”). 

6C.  Once the panel is complete it will look like the diagram 
6C. 

6D.  Place this on top of the assembled frame and secure 
with enough zip ties by looping a tie around the upper 
horizontal tube  A  and the wire mesh. Using 4 ties on 
each edge so the top mesh is in place and not sagging. 
Additional ties will be added to further secure the top 
in step 5d. This step is easiest with a 2nd person.  If 
working alone, use a tie close to each end of one of 
the top horizonal 84” tubes first, then secure the other 
sides with one tie in the middle of the other three upper 
horizontal 84” tubes  A  .  Once the top section is up, 
adjust its alignment as necessary and add ties near both 
ends of the upper horizontal tubes with ties only in the 
middle. 

6E.  Secure an edge of wire mesh with zip ties at ground level 
to the 84” tube  A  that the gate hinges on.  

6F.  Unroll the fence around the entire bottom half of the 
frame away from the gate securing at each corner with a 
few zip ties. Secure the mesh to the 82” tube/gate latch 
tube and both vertical 80” tube  D  and  E  of the gate.  
Cut the mesh at the hinge side of the gate (no mesh 
between the hinge side of gate and the 84” tube  A  the 
gate hinges on).  

6G.  Secure the bottom of the mesh to the bottom horizontal 
84” tubes with zip ties every 6th square until reaching 
the gate.  The mesh is to be secured to the bottom 28” 
tube and the lower part of the vertical 80” tubes of the 
gate but not to the 84” tube section directly under the 
gate.

6H.  Repeat steps 6E and 6F for the top half of the Catio.  The 
mesh should overlap one-two squares in the middle.  
Secure that overlay at every other square like in step 6B.

6I.  Cut the mesh along the 84” tube / gate vertical  A  latching 
tube.  Cut the mesh as needed to be able to flip the latch.  
Take care not to cut more mesh than needed as you do 
not want to make a hole a cat could fit through. Trim the 
mesh along the edge of the gate. There should be no 
mesh between the gate and gate hinge vertical tube.

6J.  Ensure that every tube that touches wire is zip tied on 
every 3rd square. In addition, where the mesh overlaps in 
the middle ensure that there is a zip tie every 3rd square. 
Once completed you are free to enjoy your Purrfect 
Playhouse!

6A
M

A

6B

A

6C

A

6D

A

6E 1D6F

1D6H 1D6I

A

A

A

A

D E

1D6J

END IF YOU HAVE ANY QUESTIONS PLEASE CALL  888-280-4066                           PURRFECTFENCE.COM


