POWER YENT INSTALLATION DIAGRAMS

HECHANICAL DIAGEAH

Use PYC dwv pipe and fittings.

lze curved elbows as opposed to
sharp 90 degree turns. Mo more

\

[ndoors Qutdaoaors

than 4 - 00 deqree elbows. ]g

FOWER WEMT installed wertically
with label right side up.

Screened outlet

facing down.
Do not glue these joints. <:‘IL
Gluing voids warranty and makes — — —

fan replacement difficult.

Battery Box

&b 2" Diameter min.

Screened vent. Locate near bottom

opposite from fan intake.
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+ - TRACE 5% or
other
EATTERY EAMNK, unpowerd relays
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near ar out of
top of battery
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NOTE:

45 YOLT POWER WENTS
have a 2" intake and 3"
output.

.
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Locate intake |
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OUTBACK INVYERTERS and others may have a 12 volt |
poveered relay that can power a 12 volt Power Yent
directly or power an extra relay in lieu of a Simple

Switch. Please refer to their manuals. I
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12 wvalt DC .
Powered relay — ]
a5 found on -
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12vDho
Power Yent

Fan will run at constant speed.

*The M¥X Charge Controller aus. relay does not provide |
enough power to run the fan, use the option below.

| |_ and output as voltage and gassing increases.
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Option: Run Power “ent on actual battery voltage by

using additional 12 volt relay
12 volt DC {/3 12, 24 0r 43
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Powered relay . --E YOO Power ¥ent |
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BATTERY BANK |
This configuration allows the fan to increase speed




