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Low/No Suction or Blowing Dust

 
 

• Check dirt cup to see if it is empty. 
• Check the Pre-Motor and Post Motor Filters. 

o The Pre-Motor filter (either all grey and black or grey and white) should be 
checked at least once a month (or more depending on use) and cleaned 
or replaced as needed.  The Pre-Motor filter can be accessed by removing 
the Easy Empty dirt tank from the vacuum base.  The filter will be located 
directly under where the dirt tank sits.  Grasp the filter and remove it from 
the vacuum.  While holding over the trash, gently separate the layers of 
filter (being careful not to rip filter layers) and shake out the excess debris.  
The filter may also be rinsed with warm water.  Allow the filter to 
COMPLETELY air dry before replacing.  If it is damaged, replace with new 
filter.  The Pre-Motor filter can only go in one way.  The thinnest part of the 
foam filter will face down when putting back in place on the machine.  In 
addition, the filter has a special shape to it that makes it only go in one 
way. 

 

Powerlifter Pet
1521F
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o The Post-Motor filter assists in the filtration process to return clean air to 
the room.  This filter should be replaced every three to six months 
depending on use of the vacuum.  The Post-motor filter is located in front 
of the vacuum near the height adjustment knob. It is easiest to have the 
vacuum fully reclined to access the filter.  Remove the filter door by 
pressing latch downward.  Remove the filter by grasping the handle on the 
front of the filter and pulling it out of the vacuum.  Note:  the white 
pleated post-motor filter CAN be washed with water or detergent. 
Allow the filter to COMPLETELY air dry before replacing.  Replace the 
filter in the machine with the handle facing you.  Replace the door by 
hooking the bottom into the grooves and rotate toward the machine 
snapping it into lace.  If the filter is damaged, replace with new filter.  

 
 

o More frequent filter cleaning or replacing may be necessary if you are 
vacuuming new carpet, fine dust, or have allergy concerns. 

• Make sure the hose is connected firmly into the foot of the machine.  The 
hose goes into the slot to the left of the height adjustment knob (if you are facing 
the front of the machine).  If it is not firmly connected, the machine will lose 
suction power. 
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• Check for GOOD suction at the end of the upholstery hose. 
 If yes there is suction at the end of the hose… 

• Make sure the hose is firmly connected to the foot of the machine.  The 
hose goes into the slot to the left of the height adjustment knob (if you are 
facing the front of the machine).  If it is not firmly connected, the machine 
will lose suction power.  

• Is the brush turning? If not, unplug the machine, recline so the machine is flat 
on the floor, turn it over  

 
o  Unscrew the seven screws with a Phillips head screwdriver (magnetic 

Phillips head is preferred) (See picture below). Turn the machine back 
over, with the machine still reclined, and lift the plate straight up and set 
aside (see picture below).   

       
 

 
• Grasp the brush at both ends and lift to remove.  Clean off 

any debris, hair, or string.  If the brush appears worn or the 
ends seem jammed, the brush will need to be replaced. 

• Check to see if the brush is ok by standing it up on its end 
and spinning.  If the brush spins several revolutions with one 
flick of the wrist it is ok, if it only spins around once or ½ turn 
the brush needs to be replaced. 
 

BISSELL Consumer Care: refer to the product changeover guide 
 
External Support: Contact BISSELL / replace part/product. 

 
 

• Once the brush is removed, check the air passageway for 
obstructions and remove any debris from this area. 
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While checking the floor brush, make sure the belt is not broken or 
stretched out.  If so,  
 

BISSELL Consumer Care: refer to the product changeover guide 
 
External Support: Contact BISSELL / replace part/product. 
 
 

• If no suction at the hose… 
• Check for suction at the suction inlet for a clog.  With the dirt tank 

locked in place ON the machine, remove the hose (follow arrows where 
the hose enters to lock and unlock) and check the suction inlet where the 
hose enters the back of the unit.   
o If there is suction there, then there is a clog in the hose, push a 

broomstick through the entire length of the hose to clear any 
obstructions.  Then take the hose out of the foot and push a 
broomstick through the entire length of the foot hose to clear any 
obstructions 

 
BISSELL Consumer Care: refer to the product changeover guide 
 
External Support: Contact BISSELL / replace part/product. 
 
  
If there is no suction at the suction inlet,  

 
BISSELL Consumer Care: refer to the product changeover guide 
 
External Support: Contact BISSELL / replace part/product. 
 



P:\Customer Service Dept\Knowledge Base\Troubleshooting\TROUBLESHOOTING GUIDES 
NEW MODELS\VACUUM\Troubleshooting 1521F\1521F Low No Suction Blowing dust.docx   
Update: 3/14/2016 
 

o  
 

• Make sure the height adjustment is set to the proper setting for the type of 
carpet being vacuumed. 

• Make sure the Easy Empty dirt tank and upper tank are installed properly and 
locked into place 
 
 

If still no suction,  
 
BISSELL Consumer Care: refer to the product changeover guide 
 
External Support: Contact BISSELL / replace part/product. 
 


