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English

LED Work Light User Guide

THANK YOU for choosing Novostella. To op�mize user experience, please install and 
use the light according to the following instruc�on.

Please check if the light and the parts are intact before installa�on.
Make sure to cut off power before installa�on.
Please do not place this light in corrosive condi�ons.
If there is any damage to the cord, please cut off the power and stop using it im-
mediately.
Please do not retrofit the light within the warranty period.
To ensure the light works properly, please use the voltage indicated on the packing.
To avoid any damage to the light, please do not use chemical solvent during roun�ne
maintenance. 
Please do not  shoot the light directly to the eyes.
Please do not immerse the whole light into water.
In order to prevent from being damaged by water, please keep the silicon cover 
sealed when not in use.
The AC output supports Max.1000W,please do not use products with too high 
power to avoid damaging the lamps.
In case of explosion, please keep the light away from fire and high temperature.
If any component of this light needs to be replaced, please choose those of  the 
same specifica�on.

Warning
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Smart inside, splendid outside



1. Specifica�on
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2. Components

Frequency
Input Voltage

ZL-WT60-CW-8UJModel Number

60WWa�age

100%-20%Dimming

SOS and FlashFunc�on
Waterproof Weatherproof

2700K-6000KColor Temperature

80CRI

Max. 6500K lmLuminous Flux

P/N NTW01S-CW-US-F

100-120V AC
60Hz

120°Beam Angle
-25°C - 40°Cta

Cord Length: 5m/16.4�

Tempered Glass

LED Light Source

Front Cover

Handle

US Plug
Wire storage bracket

Touch switch
（Brightness adjustment switch）

Color temperature adjustment switch
（SOS/ flash burst mode switch）
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3. Dimension
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Note: 1. Different plugs for different countries.  2. Cord - type Y a�achment.
For type Y a�achment: If the external flexible cable or cord of this luminaire is damaged, 
it shall be exclusively replaced by the manufacturer or his service agent or a similar 
qualified person in order to avoid a hazard.

Weight: 3.88lb/1.76kg
Max Projected Area: 36m2

22.5cm/0.74� 3cm/0.10�

31.3cm
/1.03�

Maximum output power 1000W
A�en�on: in order to prevent from being damaged by water, please keep the silicon 
cover sealed when not in use. 

USB Port : Max.5V2A

DC 5V 2AAC 120V 7A

The 5m wire can be perfectly 
stored in the portable holder.
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4. Features
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A Tact Switch:Touch the switch to 
turn on and turn off, and long tap 
the switch to adjust the brightness.

B Color Temperature Adjust Switch: 
Long tap the switch to adjust the color 
temperature in the range of 2700K to 
6000K. Double tap the switch, the work 
light will enter SOS flash mode, long tap 
again to switch into the flash burst mode, 
return to color temperature adjust mode 
by double tapping.

C: The AC output supports 1000W and 
the USB output supports 5V2A to the 
maximum, providing backup power 
ports for various devices.

D: The rotable bracket come with 2 
holes, convenient to be installed on 
work light stand.(Screw accessories 
are not included)
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The light source of this luminaire is not replaceable.

Limita�on of Indoor and Outdoor Use

Make sure that the distance between the light and the object being lit is more than 
1 meter,  so as to avoid high temperature caused by short distance. 

Note:

(1)

(2)

This light is waterproof and dampproof. It is protected against the rain, but it cannot 
be immersed in water.

This light should be used in condi�on that is good for heat dissipa�on. Its working 
temperature should be less than 40°C. Too high the working temperature will cause 
serious lumen depression and affect lifespan of the light.

Manufacturer: Shenzhen Ustellar Technology Ltd.
Address: Rm.201, A Bldg., No. A Qianhai 1st Rd., Shen’gang Coopera�on
Zone, Qianhai, Shenzhen, CHINA 518000
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E-manual

Step 1: Scan the QR code
Step 2: Click E-manual PDF file  

Step 3: Read file online or download
Go paper-free, make life easier, and do something good for the environment.


