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Part One - How to install the light?
Warning

(1) Please check if the light and the parts are intact before installa�on.
(2) Make sure to cut off power before installa�on.
(3) Please do not place this light in corrosive condi�ons.
(4) If there is any damage to the cord, please cut off the power and stop using 
      it immediately.
(5) Please do not retrofit the light within the warranty period.
(6) To ensure the light works properly, please use the voltage indicated on the 
      packing.

Smart Security Light User Guide

Thank you for ordering from Novostella. Set-up is easy and takes only a few 
minutes by following the instruc�ons.

The smart light can work with both Amazon Alexa and Google Assistant. But 
the light a�er being installed will need to be paired with an app called 'Smart 
Life' first, and then the Smart Life app will need to be bound with either Amazon
Alexa or Google Assistant to ac�vate the voice control func�on.
Therefore, this user guide consists of four parts. Part one and two are fun-
damental set-up, while part three and four are alterna�ves. If you use Amazon
Alexa for voice control, please follow instruc�ons on part one, two and three.
If you use Google Assistant for voice control, please skip part three, follow the
instruc�ons on part one, two and four. Part five is for general troubleshoo�ng.
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NTA13BA-CW-US-1
NTA13
45W
Black

Warm White, Cool White
2700K-6500K dimmable

4200lm
AC120V
50/60Hz

180°
60Ft(<24°C)

50000hrs
-20°C-40°C

P/N
Model
Wa�age
Color

Max Luminous Flux
Input Voltage
Frequency
Max Detec�on Range
Max Detec�on Distance
Life Expectancy
Working Temperature

1. Parameters

Wireless Control Specifica�on:
Wireless Frequency Range: 2.412-2.472 GHz
Wireless Communica�ons Protocol: IEEE 802.11b/g/n
Wireless Conducted Power: 13-16 dBm

Color Temperature



3. Dimension

Weight:  2lb/0.9kg

345mm/14in

180m
m

/7in

155mm/6in

2. Components

1 Screw head

2 Screws

3 Wire
Connectors
Moun�ng Bolt
Moun�ng Strap

Gasket
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FCC ID: 2AWONNTA13  

Federal Communica�on Commission(FCC)Statement for Users Warning: 
Changes or modifica�ons not expressly approved by the party responsible for 
compliance could void the user's authority to operate the equipment.
This device complies with part 15 of the FCC Rules.
 Opera�on is subject to the following two condi�ons: 
(1) This device may not cause harmful interference, and 
(2) this device must accept any interference received, including interference 
that may cause undesired opera�on.
This equipment complies with FCC radia�on exposure limits set forth for an 
uncontrolled environment.
NOTE: This equipment has been tested and found to comply with the limits 
for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits 
are designed to provide reasonable protec�on against harmful interference 
in a residen�al installa�on. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in accordance with the 
instruc�ons, may cause harmful interference to radio communica�ons. 
However, there is no guarantee that interference will not occur in a par�cular 
installa�on. If this equipment does cause harmful interference to radio or 
television recep�on, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or 
more of the following measures:
- Reorient or relocate the receiving antenna.
- Increase the separa�on between the equipment and receiver.
- Connect the equipment into an outlet on a circuit different from that to 
   which the receiver is connected.
- Consult the dealer or an experienced radio/TV technician for help.

The light source of this luminaire is not replaceable, when the light source 
reaches its end of life the whole luminaire shall be replaced.
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