IES Flood Report
Photometric Filename: HCP-3326195.1ES

Flood Luminaire Photometric Data
Description Information

Luminary Name: HCP-3326195 Lum. Catelog: Test ID:

Lamp Name: 2110 5000K Lamp Catelog: Test Date: 2019/05/21
Manufacture:  HAVIT COMMERCIAL Shld. Ang(® ): Test Machine:GON-2000
Test Lab: Frequency (Hz) : Lamp CCT(K) : Ra:
Lum. Size (WxL#H) :0. 010m*0. 100m*0. 010m Lum. Area (m2) :0. 002 Lum. W(kg) :

Test System: B, B Test Step: B=15.0 B=15.0 Temp. (C) : Humidity (%) :

Character Parameter

Lamp Speciality Parameter Luminaire Speciality Parameter
Rated Flux(Im) : 2194. 300 Luminary Flux (Im) : 1858. 285 Beam Lumens (Im) : 1355. 90
Rated Power (W) : Luminary Efficiency:  84.69% Beam Efficiency (%) : 72.97
Rated Voltage (V) : Luminary EER(1m/W) : 96. 786 Field Lumens(Ilm): 1819. 71
Tested Power (W) : 19. 200 Max. Candela(cd) : 629. 722 Field Efficiency(%): 97.92
Lamps’ Inside: 1 Max Cand@Ang. (° ): B=0.0 B=0.0 ErP duse(120° ): 1440. 4271m
Tested Electrics(V, A, pf) :24. 0, 0. 800, 0. 000 Beam Angle (50%) (V,H): 115.4(° ), 115.4(° ‘ IRF (%) : 107. 576
Lamp Size (WxL*H) :0. 010m*0. 100m*0. 010m Field Angle(10%) (V,H): 168.5(° ), 165.1(° 1)

B Plane Distribution Diagram CO Space I1SO llluminance Curve
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2D Plane Light Intensity Distribution Curve

Lum. Name : HCP-3326195 Lum. Catelog: Test ID:
Lamp Name: 2110 5000K Lamp Catelog: Test Lab:
Manufacture: HAVIT COMMERCIAL Test Machine:GON-2000 Test Date: 2019/05/21

B Plane Distribution Diagram

+
-90 =180 90
125. 944
=75 1)
251. 889
-60 60
377.833
503. 778
6
45 330 345 0 15 30 45
629. 722
503. 778
377.833
251. 889
125. 944
0. 000
-90 =75 -60 —45 -30 -15 0 15 30 45 60 75 90
B Plane [50%MaxAng. ] [10%MaxAng. ] Unit:cd

—_— B0.0 115.4 165. 1




Hait

IES Flood Report
I/ covivierciaL ]

Photometric Filename: HCP-3326195.1ES

3D Light Intensity Distribution Modal

Lum. Name : HCP-3326195 Lum. Catelog: Test ID:
Lamp Name: 2110 5000K Lamp Catelog: Test Lab:
Manufacture: HAVIT COMMERCIAL Test Machine:GON-2000 Test Date: 2019/05/21

3D Light Intensity Distribution Modal

Curves: 3D Model Fixture Vert. HUD—— Hori. HUD
View Angles: Orient:0 Tilt:0 Roll:0 Spin:0
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Zone Lumens Tabulation
B-90.0 | B-75.0 | 8-60.0| B-45.0 | 8-30.0| B-15.0| B0.0 | B15.0 | 830.0 | B45.0 | B60.0 | B75.0 | B90.0 |

B-90.0
B-75.0 0.08 0.76 2.23 4.02 5. 65 6. 60 6.63 5.73 4.12 2.34 0. 86 0.11
B 60-0 0.19 1.83 5. 40 9.79 13.77 16. 05 16. 08 13.83 9. 87 5.48 1.90 0.21
3 45.0 0.32 3.10 8. 96 16. 07 22.34 25.93 25.95 22. 38 16. 11 8.99 3.13 0. 33
B 30-0 0. 44 4.23 11.99 21.23 29. 28 33. 87 33.89 29. 31 21.25 11.99 4.22 0. 44
3 15.0 0.52 5.03 14. 06 24. 70 33.90 39. 15 39. 17 33.92 24.70 14.03 4.99 0.52
50 0- 0. 56 5.40 15. 00 26. 27 35.97 41.50 41.52 35.98 26. 25 14.97 5. 36 0. 55
Blg 0 0.55 5.33 14.79 25.91 35. 47 40. 93 40. 95 35.49 25.90 14.76 5.29 0. 55
B30‘0 0. 50 4.81 13. 42 23.63 32. 41 37. 45 37.48 32. 45 23.65 13. 41 4.79 0.49
B45.0 0.40 3.90 10. 98 19. 52 26. 89 31. 14 31.18 26. 96 19. 57 11.01 3.89 0. 40
B60‘0 0.28 2.71 7.71 13.90 19. 30 22. 46 22.50 19. 40 14. 00 7.77 2.73 0.28
B75.0 0.16 1.48 4.19 7.62 10. 66 12. 47 12.52 10. 77 7.73 4.26 1.52 0.16
. 0. 06 0. 47 1.27 2.28 3. 19 3.74 3.76 3.24 2.34 1. 30 0.49 0. 06
B90.0
Total 4. 06 39. 05 110. 01 194. 93 268. 83 311. 31 311.61 269. 44 195. 49 110. 31 39. 17 4.08
£90.0 Total

B-90.0

39. 12
B-75.0

94. 40
B-60. 0

153. 60
B-45.0

202. 14
B-30.0

234.70
B-15.0

249. 34
BO.0

245. 90
B15.0

224.49
B30.0

185. 83
B45.0

133. 04
B60. 0

73.54
B75.0

22.19
B90.0
Total 1858. 29
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Photometric Filename: HCP-3326195.1ES I EETEEE

Rectangle 1SO Lighting Intensity Diagram

Lum. Name : HCP-3326195 Lum. Catelog: Test ID:
Lamp Name: 2110 5000K Lamp Catelog: Test Lab:
Manufacture: HAVIT COMMERCIAL Test Machine:GON-2000 Test Date: 2019/05/21

ISO Lighting Intensity Curve
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Maximum Light Intensity(cd): 629.72
Maximum Cand.@Angle: H=0.0°,v=0.0°
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Photometric Filename: HCP-3326195.1ES TR

Plane I1SO-Illuminance Diagram

Lum. Name : HCP-3326195 Lum. Catelog: Test ID:
Lamp Name: 2110 5000K Lamp Catelog: Test Lab:
Manufacture: HAVIT COMMERCIAL Test Machine:GON-2000 Test Date: 2019/05/21

Plane ISO-llluminance Curve
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Working Plane Luminaire Mounting Height(m): 3.00
Working Plane Maximum llluminance(lx): 69.97
Working Plane Maximum llluminance Position(d/h):H0.0 V0.0
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Photometric Filename: HCP-3326195.1ES

3D Plane ISO Illuminance Diagram

Lum. Name : HCP-3326195 Lum. Catelog: Test ID:
Lamp Name: 2110 5000K Lamp Catelog: Test Lab:
Manufacture: HAVIT COMMERCIAL Test Machine:GON-2000 Test Date: 2019/05/21

3D Plane llluminance Modal

T ATHE

sl I]
Curves: 3D Model—— 90%— 80% 70% 60%— 50%— 40% 30%— 20% 10%—

View Angles(deg): 0 Height(m): 3.0 Distance(m): 10.0
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Photometric Filename: HCP-3326195.1ES /ST

Space ISO Illuminance Diagram

Lum. Name : HCP-3326195 Lum. Catelog: Test ID:
Lamp Name: 2110 5000K Lamp Catelog: Test Lab:
Manufacture: HAVIT COMMERCIAL Test Machine:GON-2000 Test Date: 2019/05/21

Space ISO llluminance Curve

h (m) Curves:
[Unit: IX]
[EMax] =608.014
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1.0 — [EMax*60%]=364.808
— [EMax*50%]=304.007
— [EMax*30%]=182.404

— [EMax*10%]=60.801
2.0

2.7

3.3

0.0 0.7 1.3 2.0 2.7 d(m)

Space Plane Maximum llluminance and @Angle:608.011x,0.0deg
Plane Maximum Lighting Intensity and @Angle:629.722cd,0Oeg
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Photometric Filename: HCP-3326195.1ES I EETEEE

Illuminance-Distance Diagram

Lum. Name : HCP-3326195 Lum. Catelog: Test ID:
Lamp Name: 2110 5000K Lamp Catelog: Test Lab:
Manufacture: HAVIT COMMERCIAL Test Machine:GON-2000 Test Date: 2019/05/21

llluminance-Distance Curve

3. 281ft 629. 72 z{ﬁfﬁiﬁiﬁx 172. 724 10. 372ft
1. Om 3. 161m
6. 562t 157. 43 43. 181 20. 745ft
2. Om 6. 323m
9. 843ft 69. 969 19. 192 31 117ft
3. Om 9. 484m
13. 123ft 39. 358 10. 795 41. 489ft
4. Om 12. 646m
16. 404ft 25. 189 6.909 51. 862ft
5. 0m //F\~\-\________ ______,__——//\\\ 15. 807m

Height Center E(1x) Average E(1x) Diameter
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Candela Tabulation

V/H |B-90.0 B-75.0/8-60.0 B-45.0/8-30.0 B-15.0/ B0.0 | B15.0| B30.0 B45.0| B60.0  B75.0
B—90.0 2.07 7.25 17. 10 25.92 31.14 35. 68 36. 52 36. 30 32.92 27.92 20.93 12. 52
B-75.0 2.07 26. 26 65.03 106. 38 132.95 158. 22 159. 32 159. 10 134. 50 108. 34 67. 81 30. 90
B-60. 0 2.07 55.39 133. 56 214. 15 268. 94 312.11 318.12 312.59 269. 83 215. 28 134. 98 57.35
B-45.0 2.07 84. 10 201. 17 312. 56 389. 53 444. 80 455. 84 445. 36 390. 21 313.03 201. 26 84. 37
B-30.0 2.07 107. 47 254. 01 385. 48 478. 81 541. 65 557. 34 542.12 479.10 385. 43 253. 05 106. 64
B-15.0 2.07 121.85 285. 44 427.22 530. 69 596. 58 615. 75 597. 00 530. 58 426. 94 283. 86 120. 23
BO. 0 2.07 125. 44 293. 45 436. 43 543. 42 608. 01 629. 72 608. 56 543. 21 436. 11 291. 88 123. 71
B15.0 2.07 117. 88 278.11 413.72 517.59 577.82 600. 71 578. 48 517.80 413.75 276. 98 116. 53
B30.0 2.07 100. 11 239. 83 358. 90 452. 86 504. 95 527.32 505. 89 453. 66 359. 54 239. 45 99. 37
B45. 0 2.07 74. 56 181. 66 275. 37 352. 58 393. 06 413.10 394. 24 353. 88 276. 85 182. 24 74.57
B60. 0 2.07 46. 25 112. 37 172. 02 225. 49 251.83 267. 62 253.15 227.61 174. 22 113. 86 46. 83
B75.0 2.07 20. 54 47.71 70. 31 94. 44 103. 69 113. 26 104. 83 96. 40 72.29 49. 24 21.84
B90. 0 2.07 1.83 1.86 1.83 1.87 1.84 1.91 1.85 1.91 1.86 1.87 1.81

V/H | B90.0
B-90. 0 2.09
B-75.0 | 2.09
B-60. 0 2.09
B-45.0 | 2.09
B-30.0 2.09
B-15.0 | 2.09
BO. 0 2.09
B15. 0 2.09
B30. 0 2.09
B45. 0 2.09
B60. 0 2.09
B75. 0 2.09
B90. 0 2.09




