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PRODUCT SPECIFICATIONS

MATERIAL ALUMINIUM OR 316 STAINLESS STEEL

COLOUR / FINISH MATT WHITE | MATT BLACK | STAINLESS STEEL

COLOUR TEMP. 3000K | 4000K | 5500K (TRI COLOUR)

LUMEN OUTPUT 1100LM | 1200LM | 1150LM

INPUT VOLTAGE 240V (REMOTE DRIVER)

BUILT IN LED 12W LED

DIMMING TRIAC OR DALI 

CRI 90+

BEAM ANGLE 60°

TILT NO

CUT OUT 95MM 

IP RATING IP65 - FITTING | IP20 - DRIVER

IC-4 RATING YES

WARRANTY 5 YEARS REPLACEMENT*

12W DIMMABLE RECESSED DOWNLIGHTS

ADDRESS: 8/133 Beauchamp Road, Matraville, N.S.W., 2036

Web: www havitcommercial.com.au
Email: sales@havitcommercial.com.au
Phone: 02 9381 8383

PHOTOMETRICS

316 STAINLESS STEEL

HCP-81122112
(TRIAC DIMMING) 12W LED

3000K
4000K
5500K

1100LM
1200LM
1150LM

HCP-81142112
(DALI DIMMING) 12W LED

3000K
4000K
5500K

1100LM
1200LM
1150LM

ALUMINIUM BLACK

HCP-81222112
(TRIAC DIMMING) 12W LED

3000K
4000K
5500K

1100LM
1200LM
1150LM

HCP-81242112
(DALI DIMMING) 12W LED

3000K
4000K
5500K

1100LM
1200LM
1150LM

ALUMINIUM WHITE

HCP-81322112
(TRIAC DIMMING) 12W LED

3000K
4000K
5500K

1100LM
1200LM
1150LM

HCP-81342112
(DALI DIMMING) 12W LED

3000K
4000K
5500K

1100LM
1200LM
1150LM

Warranty Terms & Conditions LED DownLights
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