
Spiral Texture Bracelet 
by 

Kim Wilson 
Owner, LinCora Designs 

 
Any type of metal clay can be utilized in this tutorial; feel free to pick your favorite metal type 

or mix & match!  
 

 
 
Materials 
Metal clay approx. 25g 
LinCora Texure Mat 
(I used TEX016) 
Clay roller 

Circle template 
Cubic Zirconias (optional) 
Plastic straw 
Brush 

Molds 
Sanding pads 
Jump rings 

 
 

To make these circles you will roll the design out three times. The first roll will make a small, 
solid circle. The second & third roll will be larger and create 2 small, solid circles and 2 larger 
rings. 
 
Instructions 

1. Roll out clay 6 cards thick 
2. Place clay on texture and roll down to 4 cards thick 
3. Using a small circle template cut one solid circle. If desired, add a small cz to center 

(I used 1.75mm) 



4. Place aside to dry 
 
5. Roll out clay 6 cards thick 
6. Place clay on texture and roll down to 4 cards thick 
7. Using a larger circle template, cut a larger circle (do not remove yet) then use the 

smaller circle template to cut the inner solid circle. If desired, add a small cz to center 
(I used 1.75mm) 

8. Separate pieces and set aside to dry 
 

9. Repeat steps 5 through 8 
 
10. To make the male end of the toggle, roll out a thick snake and cut a little wider than 

the female end of the toggle (one of the open circles you made) 
11. If desired, press a small cz into each end of the snake. (I used 1.75mm) 
12. Set aside to dry 

 
13. Roll out a very thin snake that you will use to make the vine decoration on the toggle. 

Slightly dampen the dried snake. 
14. Using a small piece of a straw, drape the very thin snake across the straw.  
15. Place the straw against the dried snake (in the center) with one piece of the undried 

snake hanging across each side, twist slightly so the loop will be going in the same 
direction as the dried snake and then use a wet brush to drape the snake (your vine) 
across the toggle.  

16. Using a leaf mold or make your own, create a few leaves and press onto the vine 
while the leaf is still wet. Allow to dry. 

17. Allow to dry 
 
18. With the exception of the center piece – sand as usual 
19. For the center, sand the inside of the outer circle with a round sanding stick going in 

a circular motion. You need to create some separation between the solid center 
circle and the outer open circle. 

 
20. Add holes. All pieces need two holes except the female part of the toggle, which only 

needs one. 
21. For the center, place the small circle inside the large one, centering it.  Make sure to 

make your holes even so they will match up when you insert the jump rings. Make 
sure to make your holes wide enough for the jump rings you want to use (yes, I 
made this mistake the first time!) 

 
Firing 
 
When placing your pieces in the kiln, make sure that you keep the center two pieces close 
together so they don’t get mixed up with the other circles. Fire according to package instructions 
and polish. 
 
Adding Jump Rings to Center Pieces 
 
This is tedious, especially if you don’t like messing with jump rings! 



Feed your jump ring through the front of the inner circle, then slide the decorative piece of chain 
on it from the back.  Then feed it through the back of the outer ring and then close it up.  
Do this on both sides and then put a jump ring in the other side of the decorative chain and then 
into the side piece. Repeat on the other side and then measure for the length of chain you will 
need to finish the piece. You will need a jump ring for each end of the toggle to connect to the 
chain. 
 

 



 


