
A new wave in home HIFI

Music that sounds as good 
as it looks.

It has to be



Do these speakers sound as good 
as they look… the answer is yes!

That’s because JENSEN USA
design engineers are fanatics! 
For over 38 years they have been
pushing the boundaries of audio
technology to create 
better quality speakers.

“Great”, “awesome” and
“exceptional” are just 
a few of the words 
being used to describe 
the latest in speaker 
design from Jensen.

The sound from a JENSEN
speaker is live and natural - the
way it should be. Whether you're
a newcomer to the serious
appreciation 
of sound, or someone who has
been around as long 
as we have, this new JENSEN 
DX Series deserves your attention. 

From good ol’ American Rock ‘n’
Roll to Symphonic Dreams. Your
favourite music will be perfectly
natural and crystal clear thanks 
to JENSEN ’s unique internal
multi-chamber designs which
isolate speaker components from
each other to give you 
a seamless, distortion free sound.

The DX 202 and DX 303 centre
channels are 100% magnetically
shielded, eliminating interference
with other entertainment 

equipment and all JENSEN 
DX drivers have treated 
butyl rubber surround 
to safeguard against damp 
or humid conditions.

AC-3 compatibility ensures this
JENSEN digital ready range is
well aligned for today and
tomorrow’s AC-3 hi-powered
multi-channel amplifiers. 

The DX-50 is an ideal book-
shelf speaker and is also
perfectly matched to the 
DX-70, DX-80 and DX-95,
making it the perfect AC-3
Rear surround speaker. This
means you can place the large
speakers to the front and the
DX-50 at the rear and still
maintain perfect 
AC-3 performance.

Most models in the DX-Series
feature the high-efficiency
polycell soft dome tweeters
with a 25mm ferro-cooled
voice coil and the huge 227gm
(8oz) magnet. 

DX 70, DX 80 and DX 95
floor standing speakers,
together with the DX 202 and
DX 303 centre channels all
boast D'Appolito alignment,
which enormously improves 

DX-303

Both DX-202 and DX-303 Centre Channels feature 
curved fronts for wider sound dispertion

DX-202

DX-30

DX-1

DX-50

Technologically advanced Crossovers –
 the heartbeat of JENSEN loudspeakers



DX-160 DX-260
(includes smoked glass top)

vertical dispersion, making room
listening position less critical.
And just in case you get really
carried away, the thermal
overload tweeter protection
safeguards your tweeter from the
unlikely event of overpowering.

The really big power for really big
sounds is found at the top end of
the series - the DX-95. This slim,
floor standing model includes 
a built-in 160 Watt RMS
amplifier and twin, side-firing,
heavy duty sub woofers.

The internal amplifier is purely
dedicated to driving deep, deep
bass so there is no need for
separate sub-woofer boxes - but if
you’re game, there is provision to
add on a DX-160 or DX 260 for
that absolutely overwhelming
sound experience!

With its elegant external styling
and prodigious bass, the DX-95
is the flagship of the range - it is
the ultimate speaker for Surround
Sound and Home Theatre.

As for the reputation our speakers
have earned as “heavyweights”,
they deserve it. It's all due 
to the density of the Australian
timber we use and the internal
bracing system. JENSEN

speakers are “plastic free” and
unusually heavy (up to 31kg).
We use only 100% Australian
plantation grown, heavy-
density timber to manufacture
our solid speaker boxes. 

And that brings us to our
latest achievement. Whether
your speakers are sitting on
the shelf or standing on the
floor, now your music can
look as good as it sounds with
a range of exclusive finishes to
complement every decor -
modern, industrial, elegant or
understated. The choice is
yours, because the idea was
JENSEN 's.

JENSEN 's DX Series speakers
are designed to deliver and
made to last. They're also
backed by an unconditional
10 year warranty - that's
unprecedented peace 
of mind.

Any way you look at it,
JENSEN sounds better.

Colour swatches are as close as printing process allows

DX-70 DX-80

DX-95



DX-1 DX-30 DX-50 DX-70 DX-80 DX-95 DX-202 DX-303 DX-160 DX-260

Description 4"  5" 6"   Twin 6" 8" Twin 6" 3 Way Twin 5.25" Quad 5.25" Twin 8"  Twin 8"
2 Way 2 Way 2 Way 2 Way 3 Way Floorstanding 2 Way 2 Way inbuilt Powered inbuilt Powered
Mini Surround/ Dipole AC-3 Compat. Floorstanding Floorstanding system with Centre System. Centre System. subwoofer with subwoofer with
Bookshelf Surround Bookshelf or Bookshelf System. inbuilt 160 Watt 65 Watt RMS 140 Watt RMS
System. Speaker with System. System. amp and twin amplifier. amplifier.

twin tweeters. powered 
subwoofers.

D’appolito alignment n/a n/a n/a yes yes yes yes yes n/a n/a

Power Handling 90 Watt 70 Watt 100 Watt 150 Watt 180 Watt 200 + 160 Watt 100 Watt 170 Watt Onboard Onboard
65 Watt Amp 140 Watt Amp

Sensitivity @ 1 w/m 89 db 91 db 93 db 93 db 93 db 92 db 92 db 93 db 92 db 92 db

Nominal Impedance 6 Ohms 6 Ohms 6 Ohms 6 Ohms 6 Ohms 6 Ohms 6 Ohms 6 Ohms n/a n/a

Frequency Resp. 90Hz - 18kHz 100Hz - 10kHz 40Hz - 21kHz 30Hz - 21 kHz 28Hz - 21 kHz 25Hz - 21 kHz 60Hz - 21 kHz 50Hz - 21 kHz 30Hz - 200Hz 20Hz - 200Hz

High Frequency Soft Dome Twin wide Dome Polycell Dome Polycell Dome Polycell Dome Polycell Dome Polycell Dome Polycell n/a n/a
Driver tweeter dispersion cone tweeter w/ 8oz tweeter w/ 8oz tweeter w/ 8oz tweeter w/ 8oz tweeter w/ 8oz tweeter w/ 8oz

tweeters magnet magnet magnet magnet magnet magnet

Low Frequency 4" H/Duty 5" wide 6" H/Duty Twin 6" 8" H/Duty  Twin 6"  Twin 5.25" Quad  5.25" n/a n/a
Driver Woofer dispersion Woofer H/Duty Woofer + 6" H/Duty H/Duty  H/Duty 

H/Duty woofer Woofers Mid Woofer Mid Woofers Mid Woofers Mid Woofers

Subwoofer n/a n/a n/a n/a n/a H/Duty 10" n/a n/a H/Duty Twin H/Duty Twin
Driver side firing 8" Subwoofers 8" Subwoofers

Enclosure Type Bass Reflex Sealed Bass Reflex Bass Reflex Bass Reflex Bass Reflex Bass Reflex Bass Reflex Bass Reflex Bass Reflex

Tweeter Protection no yes yes yes yes yes yes yes n/a n/a

Magnetically Shielded yes no no no no no yes yes n/a n/a

Dimensions H,W,D. 200 x 130 x 130 250 x 182 x 140 500 x 210 x 325 750 x 230 x 425 1000 x 250 x 425 1050 x 250 x 425 163 x 560 x 197 173 x 800 x 295 425 x 395 x 398 525 x 395 x 398

Gross Weight 2 kg 3 kg 11kg 19 kg 26 kg 31 kg 8 kg 16 kg 19 kg 28 kg

Colours Dark Charcoal Black Ash, Black Ash, Black Ash, Black Ash, Black Ash, Black Ash, Black Ash, Black Ash. Black Ash.
Beech, Beech, Beech, Beech, Beech, Beech, Beech,
Mahogany, Mahogany, Mahogany, Mahogany, Mahogany, Mahogany, Mahogany,
Antique White Antique White Antique White Antique White Antique White Antique White

Warranty 10 Years 10 years 10 years 10 years 10 years 10 years 10 years 10 years 10 years 10 years
(Amp 1 year) (Amp 1 year) (Amp 1 year)

Continuous refinement in materials and processes may result in change of specifications or design without notice.

DX Series is proudly assembled in Australia under license from Recoton Corporation (International Jensen Inc.) Florida, USA.
For more information please write or fax to: 

BD Imports Pty Ltd, 68 Lexton Road, Box Hill, Victoria 3129, Australia. Phone: +61 (0)3 9898 5711 Fax: +61 (0)3 9899 6820

Here’s the stuff sound engineers 
dream of…

10 Year Warranty
JENSEN DX series products are guaranteed and carry 

a ten (10) Year Warranty on parts and labour 
(one year on amplifiers) covering any defects 

in original materials and workmanship.
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