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SPECIFICATION SHEET

Brightness: 360 Lumens/ft
1181 Lumens/meter

Power (Watts): 3 watt/ft
9.8 watt/meter

Input Voltage: 5-12V DC
LED CCT: 6000K Cool White
CRI: 90+
IP Rating: IP65
Environment: Outdoor Use - Wet Location
Beam Angle: 120°
LED Density: 18 LEDs/ft

54 LEDs/reel
LED Chip Size: SMD 5050
LED Spacing: 0.63 in / 16 mm
Length: 
Width: 
Height: 

39 in / 1 meter long 
0.38 in / 10 mm wide 
0.07 in / 1.77 mm thick

Cut Increment: 0.625 in / 15.88 mm at cut marking
Backing: 3M Adhesive
Manufacturer: Elumalight
Rating UL, ETL, RoHS
Avg. Lifetime ± 30,000 - 50,000 hours
Required: 4 pcs AA batteries (not included)

EL-DC2 LED Battery Powered Tape Light Kit
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• Maintenance-free
• Solid-State Construction
• High shock and Vibration Resistance
• SMD 5050 LED Chips are high intensity, ultra-bright, and

energy-efficient
• No RF interference
• Up to 50,000 hours Lifespan

• Decorative Lighting for Tradeshows, Exhibition, Retail
Displays

• Architectural lighting for corridors, canopies, archways, or
windows

• Downlighting or Uplighting Applications
• Backlighting or Edge-Lighting
• Under-cabinet, Under-Counter, or cove lighting
• Custom DIY projects

APPLICATIONS

KEY FEATURES

The Battery Operated LED Flexible Ribbon Tape Light Kit pro-
vides a dynamic, high-quality lighting solution to make your 
application stand out. Ideal for cove, shelf, wardrobe lighting, 
or in commercial applications, product displays, under count-
er lightings, etc. 
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