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SPECIFICATION SHEET

Power: 12 watts
Input Voltage: 85-265V AC
Brightness: 1000 Lumen
LED CCT: 6500K Cool White
Dimmable: No
IP Rating: IP20
Environment: Dry Location
Beam Angle: 180°
Length &Width: 11.75 in / 298.45 mm
Height: 0.33 in / 8.38 mm thick
Mounting: Recessed or Surface
Finish: Acrylic Diffuser in Aluminum Frame
Manufacturer: Elumalight
Rating: UL, ETL, CE, ROHS
Avg. Lifetime: ± 30,000 - 50,000 hours
Warranty: 3 years limited

EL-PAN-CW-1X1-85 LED Square Panel Light 12 in x 12 in
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• High shock and vibration resistant
• Can be hung from the ceiling, surface, or recess mounted
• Easy to install with included LED driver
• Energy-efficient LED Chipsets, reduction in electricity cost
• Aluminum alloy frame provides perfect heat dissipation
• Up to 50,000 hours Lifespan
• UL, ETL Listed, CE, ROHS certificate

• Lighting for Tradeshows, Exhibition, Retail Displays
• Retail Stores, Restaurants, Clubs, Lounges, Meeting Room
• Corridor, Hallway, Living Room
• Supermarket lighting
• General office lighting
• Warehouse lighting
• Custom DIY projects

APPLICATIONS

KEY FEATURES

The LED Square Panel Light is ultra-slim and made with com-
mercial-grade LED chipsets. It is perfect for a corridor, hallway, 
living room, meeting room, office, store, supermarket, exhibi-
tion, and more.
The LED panel fixtures can be installed indoor dry environ-
ment. Available in 6500K Cool White LED CCT with acrylic 
diffuser in an aircraft-grade Aluminum frame.
There are no limitations on what the LED Slim Square Panel 
Lights can create. It is designed to last 3 times longer than 
fluorescent lights. Get yours today!
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