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Camberwell  Ground Spotlight Instructions

Locat ion

Class

IP Rat ing

Driver Required

Fire Rat ing

Cable Length

Light Source

Max Wattage

Lamp Included

Switched

Dimmable

Rated Voltage

Rated Frequency

Exter ior

Class 1

IP56 

No

No

3000mm

GU10

6W

No

No

Bulb Dependant

220-240V

50 /60Hz

COMPLIANT

These products must be instal led in dry condit ions by a qual ified electr ic ian.  Turn off electr ical  supply to 
c ircuit  before instal lat ion.  

Included:

1. Al ign spotl ight direction with spike 2.  Remove l ight and hammer spike into posit ion
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x1

x1 x1

x1
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Camberwell  Ground Spotlight Instructions

4. Feed cable into posit ion

6. Instal l  bulb

3.  Cover base with brass cover

5.  Place l ight and t ighten col lar

7.  Instal l  glass cover using suction tool

1

2

corston.com/support

hi@corston.com

01247 549332



1

Camberwell  Path Spotlight Instructions

Locat ion

Class

IP Rat ing

Driver Required

Fire Rat ing

Cable Length

Light Source

Max Wattage

Lamp Included

Switched

Dimmable

Rated Voltage

Rated Frequency

Exter ior

Class 1

IP56 

No

No

3000mm

GU10

6W

No

No

Bulb Dependant

220-240V

50 /60Hz

COMPLIANT

These products must be instal led in dry condit ions by a qual ified electr ic ian.  Turn off electr ical  supply to 
c ircuit  before instal lat ion.  

Included:

1. Align spotlight direction with spike 2. Remove light and hammer spike into position
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Camberwell  Path Spotlight Instructions

4. Feed cable into posit ion

6. Instal l  bulb

3.  Cover base with brass cover

5.  Place l ight and t ighten col lar

7.  Instal l  glass cover using suction tool
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Camberwell  Ground Spotlight Instructions

Locat ion

Class

IP Rat ing

Driver Required

Fire Rat ing

Cable Length

Light Source

Max Wattage

Lamp Included

Switched

Dimmable

Rated Voltage

Rated Frequency

Exter ior

Class 1

IP56 

No

No

3000mm

GU10

6W

No

No

Bulb Dependant

220-240V

50 /60Hz

COMPLIANT

These products must be instal led in dry condit ions by a qual ified electr ic ian.  Turn off electr ical  supply to 
c ircuit  before instal lat ion.  

Included:

1. Dri l l  holes,  set anchors and screw base to wal l 2.  Feed cable and sit  base with brass 
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Camberwell  Ground Spotlight Instructions

4.  I nsta l l  bulb3. Place l ight and t ighten col lar

5. Install glass cover using suction tool
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Camberwell  Ground Spotlight Instructions

Locat ion

Class

IP Rat ing

Driver Required

Fire Rat ing

Cable Length

Light Source

Max Wattage

Lamp Included

Switched

Dimmable

Rated Voltage

Rated Frequency

Exter ior

Class 1

IP56 

No

No

3000mm

GU10

6W

No

No

Bulb Dependant

220-240V

50 /60Hz

COMPLIANT

These products must be instal led in dry condit ions by a qual ified electr ic ian.  Turn off electr ical  supply to 
c ircuit  before instal lat ion.  

Included:

1. Dr i l l  holes,  set  anchors  and screw base to  wal l 2 .  Feed cable  through grommet
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Camberwell  Ground Spotlight Instructions

4. Attach base with grub screws

6. Install glass cover using suction tool

3.  Make connec t ions  us ing Wagos

5. Install bulb
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3. Hide connection

1

Waterproof Connector Instructions

Locat ion

IP Rat ing

Fire Rat ing

Exter ior

IP56 

No

COMPLIANT

These products must be instal led in dry condit ions by a qual ified electr ic ian.  Turn off electr ical  supply to 
c ircuit  before instal lat ion.  

Included:

1.  Connect wires using waterproof terminal

12

2. Screw on clamps

4. Swap grommets when using armoured cable

x2

x1 x2
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3. Hide connection

2

Waterproof Connector Instructions

Locat ion

IP Rat ing

Fire Rat ing

Exter ior

IP56 

No

COMPLIANT

These products must be instal led in dry condit ions by a qual ified electr ic ian.  Turn off electr ical  supply to 
circuit  before instal lat ion.  

Included:

x3x1

1. Connect wires using waterproof terminal 2.  Screw on clamps

4. Swap grommets when using armoured cable

x3

1

2
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