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120 Volts  |  1,440 Watts  |  4,915 BTU 

Model # Description Lbs / Kg UPC Wty.† Carton Dimensions (WxHxD) Cube

Inches cm ft3 m3

DF2608 26" Self-trimming electric 
firebox with refractory brick 
look interior

47-5/8 / 
21.6

781052 052161 1 yr. 31-5/8 x 12-1/2 x 26-1/4 80.4 x 31.5 x 66.5 5.9 0.2

Features

The Original Dimplex  
Flame Effect™
A blend of technology, artistry and 
craftsmanship that sets the standard 
for realism.

Patented Inner Glow Logs 
Individually molded and hand-finished 
logs pulse and glow from within for 
the look of natural burning logs.

LED Lighting
Flame and lights use brilliant, 
low-energy LED’s that require zero 
maintenance.

Supplemental Heating
Includes a powerful fan-forced heater 
designed to keep the rooms you 
spend the most time in warm and 
comfortable.

Thermostat Control
Provides temperature control to 
ensure consistent comfort. 

Remote
Includes a convenient remote control.

All-season Flames 
Enjoy the unique charm of a fireplace 
365 days a year using the flames 
without the heat.

Economical
Economical to operate costing only
pennies per hour.*

Low Carbon Footprint
The most sustainable fireplace option; 
no emissions and 100% efficient.

Cool-touch Glass
Glass remains cool making it safe for 
children and pets in any location. 

Just plug It In
Simply plug into any standard 
household outlet for instant ambiance. 

*   Based on national average residential 
electricity rate. Rates vary.

DF2608

23-1/2"
59.7 cm

9-3/8"
23.6 cm

27-3/8"
69.5 cm

Warms 
up to
400
sq. ft.

DF Series 
26" Plug-in Electric Firebox

26-3/4"
(67.9 cm)

23"
(58.7 cm)

9-3/8"
(23.8 cm)

Framing
Dimensions

For enclosed applications: Additional feet are provided to be used in 
enclosed applications. The overall height of the unit is increased by 4mm, 
and must be accounted for in installation when used in this application.


