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Brass Propane 
Y-Splitter  
Adapter Tee

Part Number 731
LP Cylinder not included
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 DANGER:
If you smell gas: 
	 1. Shut off gas to the appliance. 
	 2. Extinguish any open flame. 
	 3. �If odour continues, keep away from the 

appliance and immediately call your 
gas supplier or fire department.

HANDLE WITH CARE

 WARNING:
For outdoor use only.

CALIFORNIA PROPOSITION 65

 WARNING: This product can expose you to chemicals includ-
ing carbon monoxide (CO), soot and other gas-fuel combustion 
by-products, which are known to the State of California to cause 
cancer, birth defects or other reproductive harm. For more informa-
tion go to Cancer and Reproductive Harm -  
www.P65Warnings.ca.gov.

  WARNING: 
Improper installation, adjustment, alteration, service or 
maintenance can cause injury or property damage. Read the 
installation, operating and maintenance instructions thoroughly 
before installing or servicing this equipment.
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CONTENTS 
	 •	� (x1) Brass Propane Y-Splitter Adapter Tee Owners and Safety Manual

	 •	� (x1) Brass Propany Y-Splitter Adapter Tee

 WARNING:
If the information in this manual is not followed exactly, a fire or explosion 
may result causing property damage, personal injury or loss of life.

QCC-1 Female  
Threaded Connection

2x

QCC-1 Male 
Connection
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SECTION 1: CONNECTION
1)	�Ensure LP 

Cylinder Valve 
is in the OFF 
position.

2)	�Connect QCC-1 
male connection 
onto LP Cylinder. 
Screw on by hand. 
Do not use tools. 
Note: Turn 
clockwise to 
tighten, counter-
clockwise to 
loosen.

3)	�Connect the 
appliance 
pressure 
regulator to the 
female threaded 
connection on the 
y-splitter. 

4)	�Leak test all 
connections. See 
section name “LEAK 
TEST”.

Ensure all connections 
are tight and secure!

Do not cross thread the connections.

Up to two appliance connections can be made using the splitter.

  ATTENTION: 

Do not daisy chain the Y-splitters!
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SECTION 2: LEAK TEST

IMPORTANT: Leak testing should be done once per year or whenever 
the LP gas cylinder or any other gas system part is taken apart, 
serviced or replaced, whichever is more frequent.

	 1) �Be sure the LP cylinder valve and appliance valves are “OFF”

	 2) �Ensure all gas system coupling joints are tight and properly 
attached.

	 3) �Prepare a leak testing solution of half liquid detergent and half 
water.

	 4) ��Open LP Cylinder valve.

 WARNING:
DO NOT USE OR PERMIT SOURCES OF IGNITION IN THE AREA 
WHILE DOING THE LEAK TEST. THIS INCLUDES SMOKING.
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SECTION 2: LEAK TEST (continued)
5)	�Apply the solution 

to the connection 
points on the 
y-splitter shown in 
the diagram. Also, 
apply solution 
to the appliance 
connection 
points as per the 
appliance owner’s 
manual.

If parts of the fitting begin to produce bubbles, spray liquid, or if you 
smell liquid propane gas, immediately close the valve on the tank. 
Wait 5 minutes for any gas to dissipate. After waiting for 5 minutes, 
the leak(s) must be stopped by tightening the loose joints, if possible, 
or by replacing the faulty part(s) with the part(s) recommended by the 
appliance manufacturer.

THE APPLIANCE IS NOT TO BE USED UNTIL ANY LEAK IS CORRECTED.
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  STOP:
Do not return this product to the store.

If you need help or parts, call the Outland Hotline:  
1-888-514-1663

Get help for:
• Missing/damaged parts • Assembly • Troubleshooting  

• Warranty Assistance • Product Information

This appliance is not a toy.
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1 YEAR LIMITED WARRANTY
Customers in Canada and USA

All components are warranted by the manufacturer for a period of 1 
year after date of purchase by the original owner against defects in 
materials and workmanship under normal use. This warranty does 

NOT cover normal wear and weathering, assembly and/or maintenance 
OR use in a commercial application. At FMI Brands’ sole discretion, 

products under warranty will be repaired and/or replaced at no charge 
to the customer. Any returns sent back to FMI Brands must be sent via 

prepaid freight and in the original retail packaging.

Please register your OUTLAND Living product for proof of purchase 
and warranty at

http://outlandliving.com/register-products/

For more warranty information and details please contact  
FMI Brands Inc. at info@outlandliving.com

OUTLAND LIVING | the OUTLAND flame | Outdoor Living Perfected
are registered trademarks of FMI Brands Inc.


