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Disclaimer
The data and information contained in this specification sheet are subject to change without notice; the ratings supplied are provided based on the product manufacturer. The information contained in this 
specification sheet should not be considered a warranty, expressed or implied, including, but not limited to, a warranty of merchantability or fitness for a particular purpose. In no event shall LED Lights and Parts be 
liable for any incidental or consequential damages resulting from the use, misuse, or inability to use the product. This exclusion applies regardless of whether such damages are sought based on breach of warranty, 
breach of contract, negligence, strict liability in tort, or any other legal theory.
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RECHARGEABLE ADJUSTABLE HEAD FLOODLIGHT
18W, 5V, 6000K (COOL WHITE)

Specifications

Model No.:	 ET1-E012
Input Voltage:	 5V DC
Wattage:	 18W 
LED Style:	 6 x 3W LED’s
Color Temperatures:	 6000K (Cool White)
Brightness:	 1200Lm
Beam Angle:	 60°
Body Color:	 Black
Operating Temperature:	 -45°C +85°C
IP Rating:	 IP65 (Outdoor Rated)
Mode:	 Bright / Dim / SOS
Package Content:	 Floodlight
	 USB Cable 600mm (23.6")
	 Car Charger
	 AC/DC Adapter 
Dimensions:	 148mm x 140mm x 92mm (5.83" x 5.51" x 3.62")
Certification:	 UL

Features
•	 High-performance flood light suitable for indoor and outdoor use.
•	 Voltage of 5V DC and wattage of 18.
•	 6 x 3W LED’s producing a brightness of 1200Lm.
•	 Cool white color temperature of 6000K±500K.
•	 60° beam angle and black body color.
•	 Operating temperature range of -45°C to +85°C.
•	 IP65 rating, suitable for use in wet locations.
•	 Equipped with power adapter and car adapter.
•	 Shockproof and rain-resistant for durability in various weather conditions.
•	 Folding handle/stand with 360°lamp rotation for easy positioning and adjustment.
•	 Run time of 11 hours and USB rechargeable.
•	 Suitable for use in construction sites, camping, emergency situations, and other 	
	 outdoor activities where reliable and bright lighting is essential.
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